### PHIHONG AC Adapters and Power Supply Cords

**PSAC30U 20-30 WATT 3-WIRE INPUT SINGLE OUTPUT ADAPTERS**

**Specifications:**
- AC Input Voltage: 90-264VAC
- AC Input Frequency: 47-63Hz
- Efficiency: 70% typical
- Output Connector: 5.25x5.5mm, center positive 24V, 48V
- 3 foot DC cord included
- Non-vented/spill-proof case
- EISA Level V Compliant

**Features:**
- ESD/ESD protective circuitry
- Over voltage protection
- Over current protection
- Output: 12V 5A, 24V 2A, 48V 1A

**MOUSER STOCK NO.**
- 552-PSAC30U-050-R
- 552-PSAC30U-080-R
- 552-PSAC30U-120-R
- 552-PSAC30U-240-R
- 552-PSAC30U-480-R

**Phihong Part No.**
- PSAC30U-050-R
- PSAC30U-080-R
- PSAC30U-120-R
- PSAC30U-240-R
- PSAC30U-480-R

**Rated Voltage**
- 12V: 0A
- 24V: 0A
- 48V: 0A

**Output Power**
- 50W

**Price Each**
- $23.57

**For quantities greater than listed, call for quote.**

---

### PSM36W 36 WATT 2-WIRE INPUT SINGLE OUTPUT ADAPTER

**Specifications:**
- AC input Voltage: 89-270VAC
- AC input Frequency: 47-63Hz
- Efficiency: 70% typical
- Non-vented/spill-proof case
- Energy Star EPS2.0 Compliance

**Features:**
- Built-in EMI filter Class B
- Compact size
- 6 foot DC cord included
- Over voltage and short circuit protection

**MOUSER STOCK NO.**
- 552-PSM36W-120-TW2-R

**Phihong Part No.**
- PSM36W-120-TW2-R

**Rated Voltage**
- 12V: 0A

**Price Each**
- $55.20

**For quantities greater than listed, call for quote.**

---

### PSA4SU 38 WATT MULTIPLE OUTPUT ADAPTERS

**Specifications:**
- AC input voltage: 90-264VAC
- AC input Frequency: 47-63Hz
- Efficiency: 85% min. average
- Over output connector: 2.5x5.5mm, center positive 24V, 48V
- Dimensions: in. (mm): 1.58 (40) x 2.1 (53) x 0.55 (14)

**Features:**
- Built-in EMI filter Class B
- Compact size
- 6 foot DC cord included
- EISA Level V Compliant

**MOUSER STOCK NO.**
- 552-PSA4SU-201-R

**Phihong Part No.**
- PSA4SU-201-R

**Rated Voltage**
- 5V: 4.00A
- 12V: 2.50A
- 24V: 1.25A
- 36V: 1.08A

**Price Each**
- $44.49

**For quantities greater than listed, call for quote.**

---

### 60 WATT UNIVERSAL INPUT SINGLE OUTPUT ADAPTER

**Specifications:**
- AC input voltage: 90-264VAC
- AC input Frequency: 47-63Hz
- Efficiency: 85% min. average
- Over output connector: 2.1x5.5mm, center positive 24V, 48V
- Dimensions: in. (mm): 1.58 (40) x 2.1 (53) x 0.55 (14)

**Features:**
- Built-in EMI filter Class B
- Compact size
- 6 foot DC cord included
- EISA Level V Compliant

**MOUSER STOCK NO.**
- 552-PAC60W-120-2-R

**Phihong Part No.**
- PAC60W-120-2-R

**Rated Voltage**
- 12V: 0A

**Price Each**
- $33.35

**For quantities greater than listed, call for quote.**

---

### PSA120U 120 WATT UNIVERSAL 3-WIRE INPUT ADAPTERS

**Specifications:**
- Efficiency: 97-99% min. avg.
- Short Circuit Protection
- AC Input Voltage: 90-264VAC
- AC Input Frequency: 47-63Hz
- ESD/ESD Protective circuitry
- Over-voltage Protection
- Over current Protection
- Over-temperature Protection
- Output: 24V, 48V

**Features:**
- Built-in EMI filter Class B
- Compact size
- 9 foot DC cord included
- EISA Level V Compliant

**MOUSER STOCK NO.**
- 552-PSA120U-120V-R

**Phihong Part No.**
- PSA120U-120V-R

**Rated Voltage**
- 12V: 0A
- 24V: 0A
- 48V: 0A

**Price Each**
- $78.23

**For quantities greater than listed, call for quote.**

---

### POWER SUPPLY AC CORDS

**Specifications:**
- AC Adapters Phihong
- AC Adapters Phihong
- AC Adapters Phihong

**Features:**
- Built-in EMI filter Class B
- Built-in EMI filter Class B
- Built-in EMI filter Class B

**MOUSER STOCK NO.**
- 552-PS-500W-B-2-R

**Phihong Part No.**
- PS-500W-B-2-R

**Length**
- 12ft.
- 24ft.
- 48ft.

**Price Each**
- $2.38

**For quantities greater than listed, call for quote.**