**DATEL SELF-POWERED AC OR DC VOLTAGE Meters**

**Features:**
- Low-power red†
- High-intensity blue†
- 3 1/2 and 4 1/2 digit resolutions LED/LCD displays
- On-board gain/span and zero/offset trim pots
- DIP-switch selectable range and decimal points
- Frequency range: 47.5-59.9Hz

**MODEL:**
- DMS-20PC-1-LM-C
- DMS-20PC-2-LM-C
- DMS-20PC-3-LM-C
- DMS-20PC-1-DCM-C
- DMS-20PC-2-DCM-C
- DMS-20PC-3-DCM-C

**DIMENSIONS:**
- DMS-20

**PRICE EACH:**
- 66.39
- 56.00
- 53.00
- 48.00
- 50.00
- 53.00

For quantities greater than listed, call for quote.

---

**DATEL LOOP-POWERED 4-20MA PROCESS Meters**

**Features:**
- Self-powered, no separate supply required
- Industry’s first loop powered, full-size LED readouts
- 3 1/2 and 4 1/2 digit resolutions LED/LCD displays
- DIP-switch selectable range/decimal points
- Non-interacting gain/span and offset/zero 20-turn potentiometers
- Screw terminal block simplifies installation
- UL/CSA approvals pending

**MODEL:**
- DMS-20PC-1-LM-C
- DMS-20PC-2-LM-C
- DMS-20PC-3-LM-C
- DMS-20PC-1-DCM-C
- DMS-20PC-2-DCM-C
- DMS-20PC-3-DCM-C

**DIMENSIONS:**
- DMS-20

**PRICE EACH:**
- 66.39
- 56.00
- 53.00
- 48.00
- 50.00
- 53.00

For quantities greater than listed, call for quote.

---

**DATEL 3.5 DIGIT MINIATURE LED PROCESS CONTROL METER**

**Features:**
- Large 0.379/4mm LED Display
- Accepts 0-5V and 0-10V inputs
- -4.47V to +4.47V power supply required, 15mA max.
- DIP-switch selectable range and decimal points
- High-quality, 20-turn span (gain) and zero (offset) adjustments

**MODEL:**
- DMS-20PC-0-DCM-C
- DMS-20PC-0/5-24RL-C
- DMS-20PC-0-5V-24RL-C

**DIMENSIONS:**
- DMS-20

**PRICE EACH:**
- 66.39
- 56.00
- 53.00

For quantities greater than listed, call for quote.

---

**DATEL 5 DIGIT SELF-POWERED LED AC LINE VOLTAGE MONITORS**

**Features:**
- Large 0.379/4mm LCD display
- No auxiliary power required
- Fully encapsulated for harsh environments
- UL, CSA, and IEC1010-1 certified
- Reverse polarity protected
- Ideal for battery-powered systems
- Epoxy encapsulated for harsh environments
- No auxiliary power required
- Large 0.37”/9.4mm LCD display

**MODEL:**
- DMS-20PC-1-LM-C
- DMS-20PC-2-LM-C
- DMS-20PC-3-LM-C

**DIMENSIONS:**
- DMS-20

**PRICE EACH:**
- 66.39
- 56.00
- 53.00

For quantities greater than listed, call for quote.

---

**DATEL 3 DIGIT SELF-POWERED LED DC VOLTAGE MONITORS**

**Features:**
- Large 0.379/4mm LED display
- No auxiliary power required
- 0.379/4mm high LED displays
- 13mA (max.) current consumption

**MODEL:**
- DMS-20PC-1-LM-C
- DMS-20PC-2-LM-C
- DMS-20PC-3-LM-C

**DIMENSIONS:**
- DMS-20

**PRICE EACH:**
- 66.39
- 56.00
- 53.00

For quantities greater than listed, call for quote.

---

**DATEL 3 DIGIT SELF-POWERED LED AC LINE FREQUENCY MONITORS**

**Features:**
- Ideal for emergency power equipment
- No auxiliary power required
- Epoxy encapsulated for harsh environments
- 0.4/10.2mm 3-digit LED display
- Frequency range: 47.5-99.9Hz

**MODEL:**
- DMS-20PC-1-FM-C
- DMS-20PC-2-FM-C
- DMS-20PC-3-FM-C

**DIMENSIONS:**
- DMS-20

**PRICE EACH:**
- 66.39
- 56.00
- 53.00

For quantities greater than listed, call for quote.

---

**DATEL SELF-POWERED LCD 2-WIRE DC VOLTAGE MONITORS**

**Features:**
- Large 0.379/4mm LCD display
- Ideal for battery-powered systems
- Reverse polarity protected
- Built-in “VDC” annunciator

**MODEL:**
- DMS-20PC-0D-DCM-C
- DMS-20PC-1D-DCM-C
- DMS-20PC-2D-DCM-C

**DIMENSIONS:**
- DMS-20

**PRICE EACH:**
- 66.39
- 56.00
- 53.00

For quantities greater than listed, call for quote.