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Datasheet for SN74LVC1G79-Q1, SN74LVC1G125-Q1, SN74LVC1G80-Q1, SN74LVC1G86-Q1,
SN74LVC1G32-Q1, SN74LVC1G126-Q1, and SN74LVC1G08-Q1

Change Type(s) Data Sheet/Electrical Specification

ZVEI ID SEM-DS-02

Notification Details

Description of Change:

Texas Instruments Incorporated is announcing an information only notification.
The product datasheet(s) is being updated as summarized below.
The following change history provides further details.

Texas SN74LVC1G79-Q1
INSTRUMENTS SCESET4A — MARCH 2017 — REVISED AUGUST 2026
Changes from March 1, 2017 to August 14, 2026 (from Revision * (March 2017) to Revision A
(August 2026)) Page
* Updated the numbering format for tables, figures, and cross-references throughout the document................ 1

» Changed Junction-to-ambient thermal resistance value for DCK package from: 277.6°C/W to: 371°C/W........5
+ Changed Junction-to-case (top) thermal resistance value for DCK package from: 179.5°C/MW to: 297 .5°C/W..5

= Changed Junction-to-board characterization value for DCK package from: 75.9°C/W to: 258 6°C/W............... 5

» Changed Junction-to-top characterization value for DCK package from: 49.7°C/ to: 195.6°C/W.................. 5

» Changed Junction-to-board characterization value for DCK package from: 75.1°C/W to: 256.2°C/W.............. 5
Texas SN74LVC1G125-Q1
INSTRUMENTS SEESN02F — APRIL 2003 — REVISED AUGUST 2026

Changes from August 1, 2020 to August 14, 2026 (from Revision E (August 2020) to Revision F

(August 2026)) Page

* Updated the numbering format for tables, figures, and cross-references throughout the document................ 1

= Changed Junction-to-ambient thermal resistance value for DBV package from: 229°C/W to: 357 1°C/W........ 5
» Changed Junction-to-case (top) thermal resistance value for DBV package from: 164°C/W to: 263.7°C/'W.....5

+ Changed Junction-to-board characterization value for DBY package from: 62°C/W to: 264 4°CAN. ... 5
+ Changed Junction-to-top characterization value for DBV package from: 44°C/W to: 1956°C/W............. 5
* Changed Junction-to-board characterization value for DBV package from: 62°C/W to: 262.2°C/W................. 5
» Changed Junction-to-ambient thermal resistance value for DCK package from: 278°C/W to: 371°C/W........... 5
+ Changed Junction-to-case (top) thermal resistance value for DCK package from: 93°C/AW to: 297 .5°C/W_.... 5
= Changed Junction-to-board characterization value for DCK package from: 65°C/W to: 2568.6°C/W.................. 5
» Changed Junction-to-top characterization value for DCK package from: 2°C/W to: 195.6°C/W..........oi 5
+ Changed Junction-to-board characterization value for DCK package from: 64°C/AW to: 2568.2°CM ... 5

Texas SN74LVC1G80-Q1

INSTRUMENTS SCESBASA — APRIL 2017 — REVISED AUGUST 2028
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Changes from April 1, 2017 to August 12, 2026 (from Revision * (April 2017) to Revision A
(August 2026)) Page

* Updated the numbering format for tables, figures, and cross-references throughout the document................ 1
= Changed Junction-to-ambient thermal resistance value for DCK package from: 278.8°C/W to: 371°C/MW........5
» Changed Junction-to-case (top) thermal resistance value for DCK package from: 121.3°C/W to: 287.5°C/W..5

+ Changed Junction-to-board characterization value for DCK package from: 65.6°C/W to: 258 6°C/W.............. 5

+ Changed Junction-to-top characterization value for DCK package from: 7.5°C/W to: 1956°C/W............... 5

* Changed Junction-to-board characterization value for DCK package from: 64.9°C/W to: 256.2°C/W.............. 5
TeExas SN74LVC1G86-Q1
INSTRUMENTS SCESST3A — MARCH 2017 — REVISED AUGUST 2026

Changes from October 1, 2016 to August 14, 2026 (from Revision * (October 2016) to Revision

A (August 2026)) Page

+ Updated the numbering format for tables, figures, and cross-references throughout the document................. 1

* Changed Junction-to-ambient thermal resistance value for DCK package from: 277.6°C/W to: 371°C/W........5
» Changed Junction-to-case (top) thermal resistance value for DCK package from: 179.5°C/W to: 287.5°C/W..5

» Changed Junction-to-board characterization value for DCK package from: 75.9°C/W to: 268.6°C/W.............. 5

+ Changed Junction-to-top characterization value for DCK package from: 49.7°C/W to: 1956°C/W............... 5

+ Changed Junction-to-board characterization value for DCK package from: 75.1°C/W to: 2566.2°C/W.............. 5
TeExas SN74LVC1G32-Q1
INSTRUMENTS SCESE4SE — FEBRUARY 2006 — REVISED AUGUST 2026

Changes from January 1, 2019 to August 14, 2026 (from Revision A (January 2019) to Revision

B {August 2026)) Page

» Updated the numbering format for tables, figures, and cross-references throughout the document................. 1

+ Changed Junction-to-ambient thermal resistance value for DBV package from: 229°C/\W to: 357 1°C/W ... 5
+ Changed Junction-to-case (top) thermal resistance value for DBV package from: 164°C/\W to: 263.7°C/W.....5

* Changed Junction-to-board characterization value for DBV package from: 62°C/W to: 264.4°C/W ... 5
» Changed Junction-to-top characterization value for DEV package from: 44°C/W to: 195.6°C/' L. 5
+ Changed Junction-to-board characterization value for DBY package from: 62°C/MW to: 262.2°C/AW ... 5
+ Changed Junction-to-ambient thermal resistance value for DCK package from: 278°C/W to: 371°C/MW......... 5
* Changed Junction-to-case (top) thermal resistance value for DCK package from: 93°C/W to: 287 5°C/W....... 5
» Changed Junction-to-board characterization value for DCK package from: 65°C/W to: 288.6°C/W.........o.c 5
+ Changed Junction-to-top characterization value for DCK package from: 2°C/W to: 195.6°C/W_ ... 5
= Changed Junction-to-board characterization value for DCK package from: 64°C/W to: 2566.2°C/W.................. 5
Texas SN74LVC1G126-Q1
INSTRUMENTS SCES4ETE — JULY 2003 — REVISED AUGUST 2026
Changes from November 10, 2025 to August 14, 2026 (from Revision D (August 2020) to
Revision E (August 2026)) Page
* Updated the numbering format for tables, figures and cross-references throughout the document.................. 1

+ Changed Junction-to-ambient thermal resistance value for DBV package from: 240.9°C/W to: 357 1°C/\W.....5
+ Changed Junction-to-case (top) thermal resistance value for DBV package from: 165.8°C/'W to: 263.7°C/W.. 5
= Changed Junction-to-board characterization value for DBV package from: 143.2°C/W to: 264.4°C/MW_............ 5
* Changed Junction-to-top characterization value for DBV package from: 84 4°C/\W to: 195.6°C/MW ... 5
» Changed Junction-to-board characterization value for DBY package from: 142.5°C/W to: 262.2°C/'W............. 5

Texas SN74LVC1G08-Q1
INSTRUMENTS SCESSS6H — MARCH 2004 — REVISED AUGUST 2026
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Changes from May 20, 2019 to August 14, 2026 (from Revision G (May 2019) to Revision H

(August 2026)) Page
* Updated the numbering format for tables, figures, and cross-references throughout the document................. 1
+ Changed Junction-to-ambient thermal resistance value for DBV package from: 209.4°C/W to: 357 1°C/W.....5
= Changed Junction-to-case (top) thermal resistance value for DBV package from: 132.5°C/MW to: 263.7°C/W..5

* Changed Junction-to-board characterization value for DBV package from: 118.1°C/W to: 264.4°C/MW_............ 5
» Changed Junction-to-top characterization value for DBV package from: 48.8°C/\W to: 195.6°C/MWL ..o, 5
+ Changed Junction-to-board characterization value for DBV package from: 117.4°C/\W to: 262 2°C/W ... 5

+ Changed Junction-to-ambient thermal resistance value for DCK package from: 244 2°C/W to: 371°C/W........5
= Changed Junction-to-case (top) thermal resistance value for DCK package from: 156.1°C/W to: 297 .5°C/W .5

* Changed Junction-to-board characterization value for DCK package from: 130°C/W to: 258.6°C/W............5
» Changed Junction-to-top characterization value for DCK package from: 47.2°C/W to: 195.68°C/'W....ocooeinnen 5
» Changed Junction-to-board characterization value for DCK package from: 130°C/W to: 256.2°C/W...............5B

The datasheet number will be changing.

Device Family Change From: Change To:
SN74LVC1G79-Q1 SCES874 SCES874A
SN74LVC1G125-Q1 SGES002E SGESO002F
SN74LVC1G80-Q1 SCES885 SCES885A
SN74LVC1G86-Q1 SCES873 SCES873A
SN74LVC1G32-Q1 SCES648A SCES648B
SN74LVC1G126-Q1 SCES467D SCES467E
SN74LVC1G08-Q1 SCES556G SCES556H

These changes may be reviewed at the datasheet links provided.

http://www.ti.com/product/DP83TG721R-Q1
http://www.ti.com/product/SN74LVC1G79-Q1
http://www.ti.com/product/SN74LVC1G125-Q1
http://www.ti.com/product/SN74LVC1G80-Q1
http://www.ti.com/product/SN74LVC1G86-Q1
http://www.ti.com/product/SN74LVC1G32-0Q1
http://www.ti.com/product/SN74LVC1G126-Q1
http://www.ti.com/product/SN74LVC1G08-Q1

Reason for Change: | To accurately reflect device characteristics

Anticipated impact on Form,
Fit, Function, Quality or None
Reliability:

Changes to product
identification resulting from None
this PCN:
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http://www.ti.com/product/SN74LVC1G08-Q1
http://www.ti.com/product/SN74LVC1G126-Q1
http://www.ti.com/product/SN74LVC1G32-Q1
http://www.ti.com/product/SN74LVC1G86-Q1
http://www.ti.com/product/SN74LVC1G80-Q1
http://www.ti.com/product/SN74LVC1G125-Q1
http://www.ti.com/product/SN74LVC1G79-Q1
http://www.ti.com/product/DP83TG721R-Q1

Products Affected:

SN74LVC1G08QDRYRQ1 SN74LVC1G79QDCKTQ1.B SN74LVC1G80QDCKTQ1.B
1P1G125QDCKRG4Q1 SN74LVC1G86QDCKTQ1.B 74L.VC1GO8QDCKRQ1G4.B
74LVC1G32QDBVRQ1G4 SN74LVC1G08QDRQ1.D SN74LVC1GO8QDRYRQ1.B
SN74LVC1G86QDCKTQ1 1P1G125QDRYRQ1.B 1P1G126QDRYRQ1.B
1P1G126QDRYRQ1 74LVC1G08QDBVRQ1G4 SN74LVC1G79QDCKTQ1
74LVC1GOSQDBVRQ1G4.B CLVC1G125QDBVRQ1G4 74LVC1GO8QDCKRQ1G4
1P1G125QDCKRG4Q1.B 74LVC1G32QDBVRQ1G4.B SN74LVC1G32QDRYRQ1.B
1P1G125QDRYRQ1 SN74LVC1G32QDRYRQ1 SN74LVC1G80QDCKTQ1

CLVC1G125QDBVRQ1G4.B

In performing change qualifications, Texas Instruments follows integrated circuit industry
standards in performing defect mechanism analysis and failure mechanism-based accelerated
environmental testing to ensure wafer fab process, assembly process and product quality and
reliability. As encouraged by these standards, TI uses both product-specific and generic
(family) data in qualifying its changes. For devices to be categorized as a ‘product qualification
family’ for generic data purposes, they must share similar product, wafer fab process and
assembly process elements. The applicability of generic data (also known at TI as Qualification
by Similarity (QBS)) is determined by the Reliability Engineering function following these
industry standards. Generic data is shown in the qualification report in columns titled “"QBS
Process” (for wafer fab process), “"QBS Package” (for assembly process) and “QBS Product”
(for product family).

For questions regarding this notice, e-mails can be sent to the contact shown below or your
local Field Sales Representative.

IMPORTANT NOTICE AND DISCLAIMER
TI PROVIDES TECHNICAL AND RELIABILITY DATA (INCLUDING DATASHEETS), DESIGN RESOURCES
(INCLUDING REFERENCE DESIGNS), APPLICATION OR OTHER DESIGN ADVICE, WEB TOOLS, SAFETY
INFORMATION, AND OTHER RESOURCES “AS IS” AND WITH ALL FAULTS, AND DISCLAIMS ALL WARRANTIES,
EXPRESS AND IMPLIED, INCLUDING WITHOUT LIMITATION ANY IMPLIED WARRANTIES OF
MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE OR NON-INFRINGEMENT OF THIRD PARTY
INTELLECTUAL PROPERTY RIGHTS.

These resources are intended for skilled developers designing with Tl products. You are solely responsible
for (1) selecting the appropriate Tl products for your application, (2) designing, validating and testing your
application, and (3) ensuring your application meets applicable standards, and any other safety, security, or
other requirements. These resources are subject to change without notice. Tl grants you permission to use
these resources only for development of an application that uses the Tl products described in the resource.
Other reproduction and display of these resources is prohibited. No license is granted to any other TI
intellectual property right or to any third party intellectual property right. Tl disclaims responsibility for,
and you will fully indemnify Tl and its representatives against, any claims, damages, costs, losses, and
liabilities arising out of your use of these resources.

TI's products are provided subject to TI's Terms of Sale (www.ti.com/legal/termsofsale.html) or other

applicable terms available either on ti.com or provided in conjunction with such Tl products. TI's provision
of these resources does not expand or otherwise alter TI's applicable warranties or warranty disclaimers
for Tl products.
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