
DWG STATUS
REVISION HISTORY

DATE STG N/P
AUTH APVD

2CHG
APVD

1
ZONE DR

REV

35502016
A1x4 1 OF 15:1 2 1 R AB01

3
5
5
0
2
0
1
6

A         LINE DRAWN THROUGH A PART NUMBER 
INDICATES THAT PHYSICAL PARTS ARE NOT AVAILABLE 
FOR ORDERING.

PART NUMBERS THAT DO NOT HAVE A LINE PRESENT INDICATE
THAT PHYSICAL PARTS ARE AVAILABLE FOR ORDERING.

CONTACT APTIV SALES TO ASSURE AVAILABILITY
OF PARTS.

DWG TYPE

VOLUME (CM3)

STYLE

DISTR CODE

ALL DIMENSIONS ARE IN

UNLESS OTHERWISE SPECIFIED

REFERENCE

DO NOT
SCALE

USE MATH
DATA

THIS DOCUMENT IS IN ACCORDANCE WITH ASME
Y14.5-2009. SEE APTIV ENGINEERING DESIGN
STANDARD B6 2017 FOR ISO 1101:2004
RECONCILIATION REQUIREMENTS.

THIRD ANGLE
PROJECTION

MILLIMETERS

DIMENSIONAL RANGE (MM)
FROM

TO
TOLERANCE UNLESS OTHERWISE SPECIFIED

CHART

ANGULAR TOLERANCE  

E1
0

20
20
30

30
70

70
100

100
150

150
200

200
250

250
300

300
400

0.15 0.2 0.3 0.4 0.5 0.6 0.8 1 1.2
2

A
D

2X 7.78

17.25 0.117.25 0.1

2 SURFACES
2 SURFACES

BE

B

B

SECTION B-B

A

A

SECTION A-A

10.47 0.1 10.47 0.1

FC 27.5

DA

5.38 0.1

CF

F

0.1 D E F

6.12 0.1

0.1 D E J

1.91 +0.1
-0.05

 OF J

 OF E  OF B

0.1 D E F

1.91 +0.1
-0.05

J

SECTION D-D

DD

D

6.05 0.08

 OF E  & K  OF B  & H
C

0.1 A B G

1.74 +0.05
-0.1

0.1 A B C

6.36 0.1

 OF G

0.1 A B C

6.36 0.1

G

0.1 A B C

1.74 +0.05
-0.1

4.4

28.26

A
D

 OF B  & H  OF E  & K

0.1 A B C

18.15 0.1

18.8

26.78

PART DRAWING

D2.533

12FE21 R 01 - WAS PE479624, REVISED OVERALL 
DIMENSIONING AND RELEASED PART DRAWING

553312 AGC AGC ACG

51.63

14.37

3X TYP14.3 0.1

C C

SECTION C-C

 OF E
 OF B

A

 OF J

DETAIL Y
SCALE 10:1

SEE DETAIL Y

DETAIL W
SCALE 10:1

SEE DETAIL W

 OF G

F

SECTION F-F

F

0.1 D E J

4.3 0.1

0.1 D E F

4.3 0.1

F

H

H
SECTION H-H

C

0.1 A B G

3.81 0.1

0.1 A B C

3.81 0.1

2X TYP2.5 +0.05
-0.1

2X TYP2.7 +0.1
-0.05

2X TYP2.9 +0.05
-0.1

3

A

 

M

5

G

31

B

27

STG

24

A

111

10

C

4

L

H

1632

SHEET NO

9

16

L

1

62025 21

C

2

 

D

SCALE

23

N/P

26 8

B

12

514

E

K

REV

OF
FRAME NO

23

F

22

27

D

G

6

4

 

1319

31 30

SIZE

20 8

15

J

12

11

M

17 13

18

14

29

 

22

29

DRAWING NUMBER

21

10

25 19

F

E

K

18 2

9 31724

H

7

30

15

32 7

28 26

28

J

N/P

DATE

APVD2

APVD3

DRAWING NAME

STG

DRAWING NUMBER

OF

MATERIAL

REV

DR

FRAME NO

APVD1

APVD5

SIZE SCALE SHEET NO

APVD4

COV WIRE DRESS STRAIGHT 

35502016
A1x4 1 OF 15:1 1 1

A. GARCIA CABELLO 12FE21
A. GARCIA CABELLO 12FE21
A.CARRIZALES 12FE21

POLYAMIDE COMPOUND BLACK

R AB01

Chennai, India

SUBSTANCES OF CONCERN AND RECYCLED CONT10949001
10949001

CONNECTION SYSTEMS

COPYRIGHT      APTIV. ALL RIGHTS RESERVED.

THIS DRAWING IS THE PROPERTY OF APTIV AND CONTAINS APTIV
CONFIDENTIAL INFORMATION. THE REPRODUCTION, DISTRIBUTION AND

UTILIZATION OF THIS DOCUMENT OR ITS RELATED CAD MATH DATA, AS WELL
AS COMMUNICATION OF ANY CONTENT TO OTHERS, WITHOUT EXPRESS

AUTHORIZATION, IS PROHIBITED.
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PROCESS SENSITIVE DIMENSION

DIMENSIONS ENCLOSED IN   INDICATE
REFERENCE DIMENSIONS AND NO TOLERANCE
LIMITS ARE ESTABLISHED
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31

  3.  REFERENCE MATING COMPONENTS OR EQUIVALENT:
        TAXI CONNECTOR 35182446.

  4.  CORPORATE BRAND TO BE APPLIED TO PRODUCT DESIGN PER 
      THE LATEST REVISION OF ESD S1085201.

  5.  THIS PART ACCEPTS A CONDUIT SIZE OF 6 MM (M1889001 & M1889101).

  6.  RECOMMENDED WIRE TIES: 13608153 / 13608162.

  7.  USER SHALL REPLACE WIRE DRESS COVER IF HINGE OR LOCKING FEATURE IS BROKEN

NOTES

  1.  UNLESS OTHERWISE SPECIFIED AND/OR INDICATED:
      
        DIMENSIONS ARE TO FACE OF VIEW SHOWN AND 
        AUTOMATICALLY ROUNDED BY COMPUTER FOR INSPECTION
        (SEE MATH MODEL FOR PRECISE DIMENSIONS). FOR ALL 
        OTHER DIMENSIONS NOT SHOWN BUT REQUIRED FOR TOOL
        BUILD, SEE MATH MODEL FOR PRECISE TOOL PATH DATA.
      
  2.  THIS PRODUCT IS NOT CATEGORIZED AS AN APPEARANCE ITEM, MINOR
        IMPERFECTIONS INCLUDING, BUT NOT LIMITED TO, FLOW MARKS, COLOR
        BLEMISHES, GATE VESTIGE, AND SOFT FLASH THAT DO NOT AFFECT THE
        FIT, FORM, OR FUNCTION OF THE PART ARE PERMISSIBLE PER EANP_4-3_CS_01_EN.

CLOSED COVER
AUXILIARY VIEWS

SCALE 3:1

11.17 0.075

10.23 0.075

0.1 D E F

17.75 0.1

11.18 0.075

11.08 0.075

7.4 0.075

8.85 0.075

2X TYP3.37 +0.1
-0.05

2X 6.1 +0.15
-0.075

8.75 0.075

8.35 0.075

2X TYP1.58 +0.1
-0.05

2X TYP1.76 +0.1
-0.05

9.61 5.77

6.47

9.61

2X 5.38 0.1

11.6 0.1

2X TYP1.55 +0.1
-0.05

3.27 0.1

2X TYP1.37 +0.1
-0.05

5.77 9.61

6.47

9.61

0.1 D E F

6.12 0.1

1

2

3

4

5

6

7

8

2X 9
10

11

2X 12

2X 13

2X 14

2X 15

16

17

18

19

20

21

22

2X 23

2X 24

25

26

2X 2728

29

31

2X 32

3X 3334

35

36

37

38

39

40

41

42

43

44

2X 45

2X 46

47

48

49

50

50

SYMBOL DEFINITION

LAST NO.
USED    

TOTAL NO OF
INSPECTIONS
REQUIRED 63

A DIMENSION WITHOUT AN INSPECTION REPORT SYMBOL
    DOES NOT REQUIRE INSPECTION.  IT MAY BE
CONTROLLED ON THE INDIVIDUAL COMPONENT DRAWING.

30

MISSING SYMBOLS
NO MISSING

SYMBOL NUMBER

  8.  ACCEPTANCE CRITERIA DEVIATIONS: 80 N MIN FOR BACKSHELL LOCKED RETENTION
      AT WIRE EXIT POINT. 75 N MIN FOR CONDUIT TO BACKSHELL RETENTION AT WIRE
      EXIT POINT.

29SE21 R 01 -AA 2X 6.1 +0.15/-0.075 WAS 2X 6.1 0.075
AND ADDED DEVIATION CRITERIA NOTE

555379 LVD CGD PIJ

10JA22 R 01 -AB UPDATED PART AVAILABILITY
(P/N WAS NOT AVAILABLE)

556270 MLR JAA PIJ
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