SiT9551 m-l-' .
25 MHz to 644 MHz EnduraE Ruggedized Ultra-low Jitter Differential XO Ime

Description Features

The SiT9551 is a ruggedized ultra-low jitter differential A 0.04 or 0.1 ppb/g acceleration sensitivity for harsh
ApexMEMSE oscillator engineered for military and environments

aerospace applications. It delivers the most stable timing A Select frequencies from 25 MHz to 644.53125 MHz.
under environmental stressors such as shock, vibration, See Ordering Information

high heat, rapid thermal transients, and power supply 70 fs RMS typical phase jitter, 12 kHz to 20 MHz

noise. 50 fs RMS typical phase jitter for SerDes applications

In addition to standard differential signal types, a unique 9 fs/mV typical PSNR

FlexSwingE output-driver performs like LVPECL and LVPECL, LVDS, HCSL, Low-power HCSL, and
provides independent control of voltage swing and DC FlexSwing signaling options

offset to simplify interfacing with chipsets having non-
standard input voltage requirements and eliminate all
external source-bias resistors. The device also integrates
multiple on-chip regulators to filter power supply noise,
eliminating the need for an external dedicated LDO.

>» >» » >

+ 20, £30 and +£50 ppm frequency stabilities
Wide temperature range (-55°C to 125°C)
Factory programmable options for low lead time

1.8V, 2.5V, 3.3V, and wide continuous power supply
voltage range options

The SiT9551 is factory programmed for specific A 2x1.6,2.5x2,3.2x2.5mm x mm package
combinations of frequency, stability, output signaling,
voltage, and output enable functionality. Programmability
enables designers to optimize clock configurations while
eliminating long lead times and customization costs
associated with quartz devices where each combination is
custom built.

P SN S

Applications

Airborne Communications

Command and Control

Field Communications
Airframe/Engine Management Control
Radar

SATCOM

The wide frequency range and programmability makes
this device ideal for communications, enterprise, and
military and aerospace applications that require a variety
of frequencies and operate in noisy environments.

> > > > > >

Refer to Manufacturing Notes for proper reflow profile,
tape and reel dimension, and other manufacturing related
information.
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Figure 1. SiT9551 Block Diagram Figure 2. Pin Assignments (Top view)
(Refer to Table 16 for Pin Descriptions)
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SIT9551 25 MHz to 644 MHz EnduraE Ruggedized Ultra-low Jitter Differential XO
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Figure 3. Typical Phase Noise Plot of 3.3V
156.25 MHz LVPECL Device at 25°C, Spur turn on
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SiT9551 features 45fs RMS phase jitter for SerDes j
applications. Figure 4 shows the phase noise (green curve)
observed by the system, after accounting for aliased phase
noise when filtering (gray curve) the measured SiT9551
phase noise (bl-UéAcupha3e jThi tabrhational ysi s
methodology more accurately estimates reference clock

itter t han

t he | eg ac ywallifilte?

methodology. It can be applied to all modern SerDes
applications to optimize system performance. See 1 4 6 A 0
Phase Jitter Methodology for SerDes Applications for more
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Figure 4. Phase noise before and after filtering for SiT9551 (156.25 MHz, LVPECL, 2.5V, 25°C). The filter is applied to
analyze phase noise with aliasing included up to the 3@ harmonic and features first-order filter cutoff frequencies of

4 MHz (high pass) and 16 MHz (low pass).
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SIT9551 25 MHz to 644 MHz EnduraE Ruggedized Ultra-low Jitter Differential XO

Ordering Information

SiT9551AM-01B2A3310-125.000000D
MY DeAooUr <

O E——

Part Family
f5iT95 5 1 0

Packaging
Refer to Table 1 for packing method
Leave blank for bulk (for sampling only)

Revision Letter

fA0is the revision of Silicon Frequency

Refer to the frequencies in Table 2

Temperature Range

fio :-4 0o 85°C, Industrial

fEO :4 Qo 105°C, Extended Industrial
A0 =4 Qo 125°C, Automotive

fMo 5 Fo0 125°C, Military

Reserved
fi @ Default

Pin 1 Functionality

Signaling Group fi 0 WF: (no function)
= fi 1 ©E active high
fto LVPECL, LVDS, HCSL, Low-power fi 2 OF active low
HCSL
i 1 BlexSwing referenced to voltage _
on VDD pin. ?upply\ Voltage
fi 0 BlexSwing referenced to voltage m 18 o 'V £5%l(ex&pt LVPECL)
on GND pin. 1250:V+10%. 5
fi330:V+10%. 3
iXX0 : % 103.63V
Signaling Type fivyo : V¥V 1toB.&3V (except LVPECL)

0 1LGPECL (Supply voltage i 2 5 6 and 8XXd'
0 29DS

0 HESL

0 8.aw-power HCSL

2-digit order code: FlexSwing, see Table 16
and Table 17 for 2-digit order code
specifying V_Swing, VHn and VLn.

Special Features
A0 low g-sensitivity, 0.1 ppb/g
fBo ultra-low g-sensitivity 0.04 ppb/g

jm 1 S 1 S | s 1]

Frequency Stability

fi 1 @20 ppm, Adand fEotemperature

fi 8 &30 ppm, see electrical characteristics table
fi 3 @50 ppm

Package Size

0 : X 126.mBh x mm
0 : X 220.mBn x mm
0 : X 285.mZn x mm

%23

Table 1. Ordering Codes for Supported Tape & Reel Packing Method

Device Size 8 mm T&R 8 mm T&R 8 mm T&R

(mm x mm) (3ku) [€10)) (250u)
20x1.6 D E G
25x20 D E G
3.2x25 D E G

Table 2. Supported Frequencies

25.000000 MHz

39.062500 MHz

50.000000 MHz

53.125000 MHz

62.500000 MHz

78.125000 MHz

125.000000 MHz

156.250000 MHz

161.132813 MHz

250.000000 MHz

312.500000 MHz

322.265625 MHz

625.000000 MHz

644.531250 MHz
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SiT9551 25 MHz to 644 MHz Endurak Ruggedized Ultra-low Jitter Differential XO mTlme

Electrical Characteristics

All Min and Max limits in the Electrical Characteristics tables are specified over operating temperature and rated operating
voltage with standard output termination shown in the termination diagrams. Typical values are at 25°C and nominal
supply voltage. See Test Circuit Diagrams for the test setups used with each signaling type.

Table 3. Electrical Characteristics i Common to All Output Signaling Types

Parameter Symbol‘ Min. Typ. ‘ Max. ‘ Unit Condition
Frequency Range

Output Frequency Range | f | Standard frequencies | MHz | Refer to frequencies listed in Ordering Information

Frequency Stability

Frequency Stability Frequency ordering code fAlo
-40°Cto+105°C ( Temper ature Ordering
i i *20 pPPM | Inclusive ofinitial tolerance, operating temperature, rated power
supply voltage, load variation of 2 pF + 10%, and 10 years aging
at 85°C

Frequency ordering code fA80
-40°Cto+105°C ( Temper ature Ordering
F stab . ; -40°C to +125°C, + 50 ppm for +105°C to +125°C (Temperature
= i i +30 ppm [Ordering Code fAAQ)

Inclusive of initial tolerance, operating temperature, rated power
supply voltage, load variation of 2 pF + 10%, and 10 years aging
at 85°C

Frequency ordering code fi20
Inclusive of initial tolerance, operating temperature, rated power

] i 50 ppm o :
supply voltage, load variation of 2 pF + 10%, and 10 years aging
at 85°C

10 Year Aging F_10y T +0.7 2.3 ppm | Ambient temperature of 85°C

Rugged Characteristics

Ultra-low sensitivity grade; total gamma over 3 axes; 330 Hz to

Acceleration (g) sensitivity, . ' 0.025 0.04 PPD/G | 1 okHz, 209, MIL-PRF-55310, section 4.8.18.3.1.
Gamma Vector 9 i i 01 b Low sensitivity grade; total gamma over 3 axes; 330 Hz to
: PPYI9 | 1 9kHz, 209, MIL-PRF-55310, section 4.8.18.3.1.
Temperature Range
-40 i +85 °C Industrial, ambient temperature
. -40 i +105 °C Extended industrial, ambient temperature
Operating TemperatureRange T_use - N -
-40 i +125 °C Automotive, ambient temperature
-55 i +125 °C Military, ambient temperature
Supply Voltage
171 i 363 v Voltage-supply orderc ode AY Y_o
Not supported for LVPECL and FlexSwing
2.25 i 3.63 \% Voltage-s upply order code fAXXO0
Supply Voltage Vdd 171 1.80 189 v Voltage-s upply order c_o de fA180.
Not supported for LVPECL and FlexSwing
2.25 2.50 2.75 \% Voltage-s upply order code fA250
2.97 3.30 3.63 \% Voltage-s upply order code fA330
Input Characteristics
Input Voltage High VIH 70% i T vdd Logic High function for Pin 1
Input Voltage Low VIL T i 30% vdd Logic High function for Pin 1
Input Pull-up/Pull-down . ] 120 ] . )
Impedance Z_in k q | Pin 1 for OE function
Output Characteristics
Duty Cycle DC 48 | i | 52 | % | See Figure 20 for waveform.
Startup, OE and SE Timing
Startup Time T_start ] 1.2 2 ms Measured from the time Vdd reaches its rated minimum value
100+3 clock For all signaling types except Low-Power HCSL. Measured from
Output Enable Time 1 T_oe T i cveles ns the time OE pin toggles to enable logic level to the time clock
4 pins reach 90% of final swing. See Figure 26 for waveform.
500+3 clock For Low-Power HCSL signaling type. Measured from the time
Output Enable Time 2 T_oe ] i cveles ns OE pin toggles to enable logic level to the time clock pins reach
4 90% of final swing. See Figure 26 for waveform.
Output Disable Time T od i i 100+3 clock ns Measured from the time OE pin toggles to disable logic level to
cycles the last clock edge. See Figure 27 for waveform.
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SiT9551 25 MHz to 644 MHz Endurak Ruggedized Ultra-low Jitter Differential XO mTlme

Table 3. Electrical Characteristics i Common to All Output Signaling Types (continued)

Parameter in. . . Condition
Jitter and Phase Noise, measured at f = 156.25 MHz

4-16A Phase Jitterl!l T_416A ] 50 642 fs RMS | Measured with phase noise analyzer, extending (flat) phase
noise to 3rd harmonic (i.e., 312.5 MHz offset), folding phase
noise below the Nyquist frequency (i.e., 78.125 MHz offset),
filtering and integrating from 10 kHz to Nyquist. Uses 4 MHz
high pass and 16 MHz low pass filters, each with 20 dB/dec roll
off. Includes spurs. Seei 4. 6 Ao Phase Jitter
SerDes Applications for additional details.

Measured with phase noise analyzer, integrating between
0.012-20 Phase Jitter " 12 kHz and 20 MHz offset frequency. Recommended for

(legacy)tl T_phj ' 70 100 fs SONET OC-48 applications. Contact SiTime for 85 fsec Max
phase jitter option.
Spurious Phase Noise T_spn ] i -101 dBc 12 kHz to 20 MHz offset frequency range
RMS Period Jitterl3 T_jitt_per T 0.5 0.72 ps Measured based on 10K cycle
Peak Cycle-to-cycle Jitter!3 T_jitt_cc i 35 44 ps | Measured based on 1K cycle
Note:

1. Recommended for SerDes applications to improve the accuracy of clock jitter analysis, replacing the traditional 12 kHz to 20 MHz brick wall filter
when application-specific filter characteristics are not explicitly specified.

2. Max phase jitter for LVPECL.

3. Measured according to JESD65B using Keysight DSAX91604A Oscilloscope.
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SiT9551 25 MHz to 644 MHz Endurak Ruggedized Ultra-low Jitter Differential XO mTlme

Table 4. Electrical Characteristics i1 LVPECL | Supply voltage ( fior d e r 2.5¢/at08 ¢ fi 2, 3.9\ +10% ( fi ¢, Bl
typical specifications are measured at nominal supply voltage of 2.5 V and nominal frequency of 156.25 MHz unless otherwise
stated. See Figure 9 and Figure 10 for test setups.

Parameter in. . . Condition
Current Consumption, f = 156.25 MHz
Current Consumption, Output Idd_oe_nt i 28.5 355 mA Excluding load termination current.
Enabled without Termination
Current Consumption, Output ldd_oe_wtl i 39 49 mA Including load termination current as shown in Figure 31 for
Enabled with Termination 1 Vdd=3.3 V £10%, Vdd=2.25 V to 3.63 V and
R3=220 Ohms.
i 39 45.5 mA Including load termination current as shown in Figure 31 for
Vdd=2.5 V #10% and R3=220 Ohms.
Current Consumption, Output ldd_oe_wt2 i 55 61 mA Including load termination current.
Enabled with Termination 2 See Figure 32 for termination.
Current Consumption Output ldd_od_wt1l i 46.5 58 mA Including load termination current as shown in Figure 31 for
Disabled with Termination 1 Vdd=3.3 V £10%, Vdd=2.25 V to 3.63 V and

R3=220 Ohms. Driver output is at logic-high voltage levels.

T 46.5 53.5 mA Including load termination current as shown in Figure 31 for
Vdd=2.5 V £10% and R3=220 Ohms. Driver output is at
logic-high voltage levels.

Current Consumption, Output ldd_od_wt2 i 66 73 mA Including load termination current. See Figure 32 for
Disabled with Termination 2 termination. Driver output is at logic-high voltage levels.

Output Characteristics

Output High Voltage VOH Vdd-1.095 | Vdd-0.95 |Vvdd-0.855 \% See Figure 19 for waveform.

Output Low Voltage VOL Vdd-1.845| Vvdd-1.7 | Vdd-1.61 \% See Figure 19 for waveform.

Output Differential Voltage Swing V_Swing 14 15 1.65 \% See Figure 20 for waveform.

Rise/Fall Time Tr, Tf i 170 220 ps 20% to 80%. See Figure 20 for waveform.
Differential Asymmetry, peak-peak V_da i 45 i mV See Figure 22 for waveform.

Differential Skew, peak V_ds i +30 i ps See Figure 23 for waveform.

Overshoot Voltage, peak V_ov i 12 i % Measured as percent of V_Swing.

See Figure 24 for waveform.

Power Supply Noise Immunity

Power Supply-Induced Jitter PSJS i 9 i fs/mV | Power supply ripple from 10 kHz to 20 MHz

Sensitivity i 2.0 i fs/mV | Power supply ripple from 10 kHz to 20 MHz. Using RC
power supply filter as shown in Figure 9.

Power Supply-Induced Phase PSPN i -79 i dBc 50 mV peak-peak ripple on VDD.

Noise i -92 i dBc 50 mV peak-peak ripple on VDD. Using RC power supply

filter as shown in Figure 9.
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Table 5. Electrical Characteristics i FlexSwing | Supply voltage ( fi o r d e rrefecred doe/BD) only: 2.5 V +10%
(A2BB8VI0%( A 3 2.89V1to3.63V( fi . AIltypical specifications are measured at nominal frequency of 156.25 MHz
unless otherwise stated. See Figure 11 and Figure 12 for test setups.

Parameter

Condition

Current Consumption

Current Consumption, Output ldd_oe_nt i 29.5 38 mA Excluding load termination current.
Enabled without Termination
Current Consumption, Output ldd_oe_wt i 37 47.5 mA Including load termination current, for FlexSwing order
Enabled with Termination code i E RSee Figure 31 for Vdd=3.3 V +10%, Vdd=2.25 V
to 3.63 V, and R3=220 Ohms.
i 37 43.5 mA Including load termination current, for FlexSwing order
code i E RSee Figure 31 for Vdd=2.5 V +10%, and
R3=220 Ohms.
Current Consumption Output ldd_od_wt i 42.5 53 mA Including load termination current, for FlexSwing order
Disabled with Termination code i E RSee Figure 31 for Vdd=3.3 V +10%, Vdd=2.25 V
to 3.63 V, and R3=220 Ohms. Driver output is at logic-high
voltage levels.
T 42.5 49.5 mA Including load termination current, for FlexSwing order
code i E RSee Figure 31 for Vdd=2.5 V +10%, and
R3=220 Ohms. Driver output is at logic-high voltage levels.
Output Characteristics
Output High Voltage VOH VHn -0.14 VHn VHn +0.1 \% See Figure 19 for waveform; Refer to Table 17 or Table 18
order codes for nominal VOH (i.e. VHn) values
Output Low Voltage VOL VLn -0.15 VLn VLn +0.12 \% See Figure 19 for waveform; Refer to Table 17 or Table 18
order codes for nominal VOL (i.e. VLn) values
Output Differential Voltage Swing V_Swing -15% 2*( VHn- +15% \% See Figure 20 for waveform.
VLn)
Rise/Fall Time Tr, Tf i 170 200 ps 20% to 80%. See Figure 20 for waveform.
Differential Asymmetry, peak-peak V_da i 60 i mV See Figure 22 for waveform.
Differential Skew, peak V_ds i +40 i ps See Figure 23 for waveform.
Overshoot Voltage, peak V_ov i 12 i % Measured as percent of V_Swing.
see Figure 24 for waveform.
Power Supply Noise Immunity
Power Supply-Induced Jitter PSJS i 14 i fs/mV | Power supply ripple from 10 kHz to 20 MHz. For FlexSwing
Sensitivity order code AERO.
i 2 i fs/mV | Power supply ripple from 10 kHz to 20 MHz. For FlexSwing
order <code fCheversupplsfitenag shBwn
in Figure 11.
Power Supply-Induced Phase PSPN i -75 i dBc 50 mV peak-peak ripple on VDD.
Noise ForFl exSwing order code HAGERO.
i -93 i dBc 50 mV peak-peak ripple on VDD. For FlexSwing order code

AERO. UcspbwegsupRly filter as shown in Figure 11.
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Table 6. Electrical Characteristics i FlexSwing | Supply voltage ( fi o r d e rrefecred doeG&ID, only: 1.8 V +5%
( A188)Vto3.63V( A Y.Abtypical specifications are measured at nominal frequency of 156.25 MHz unless otherwise
stated. See Figure 11 and Figure 12 for test setups.

Parameter

Current Consumption

Condition

Current Consumption, Output ldd_oe_nt 1 31 37.5 mA Excluding load termination current.
Enabled without Termination
Current Consumption, Output ldd_oe_wt i 38.5 44 mA Including load termination current, for FlexSwing order code
Enabled with Termination fi 3 BSee Figure 31 for Vdd=1.8 V 5% and R3=220 Ohms.
i 38.5 45.5 mA Including load termination current, for FlexSwing order code
fi 3 ESeée Figure 31 for Vdd=1.71 V to 3.63 V and
R3=220 Ohms.
Current Consumption Output Idd_od_wt i 44.5 50 mA Including load termination current, for FlexSwing order code
Disabled with Termination fi 3 ESee Figure 31 for Vdd=1.8 V 5% and R3=220 Ohms.
Driver output is at logic-high voltage levels.
i 44.5 515 mA Including load termination current, for FlexSwing order code
fi 3 BSee Figure 31 for Vdd=1.71V to 3.63 V and
R3=220 Ohms. Driver output is at logic-high voltage levels.
Output Characteristics
Output High Voltage VOH VHn -0.1 VHn VHn +0.12 \% See Figure 19 for waveform; Refer to Table 17 or Table 18
order codes for nominal VOH (i.e. VHn) values
Output Low Voltage VOL VLn-0.1 VLn VLn +0.12 \ See Figure 19 for waveform; Refer to Table 17 or Table 18
order codes for nominal VOL (i.e. VLn) values
Output Differential Voltage Swing V_Swing -15% 2*(VHn- +15% \% See Figure 20 for waveform.
VLn)
Rise/Fall Time Tr, Tf i 170 215 ps 20% to 80%. See Figure 20 for waveform.
Differential Asymmetry, peak-peak V_da i 60 i mV See Figure 22 for waveform.
Differential Skew, peak V_ds i +40 i ps See Figure 23 for waveform.
Overshoot Voltage, peak V_ov i 12 i % Measured as percent of V_Swing.
See Figure 24 for waveform.
Power Supply Noise Immunity
Power Supply-Induced Jitter PSJS i 12 i fs/mV | Power supply ripple from 10 kHz to 20 MHz. For FlexSwing
Sensitivity order code A3EO.
i 2 i fs/mV | Power supply ripple from 10 kHz to 20 MHz. For FlexSwing
order code A3EO0. Using RC po
in Figure 11.
Power Supply-Induced Phase PSPN i -76 i dBc 50 mV peak-peak ripple on VDD. For FlexSwing order code
Noise A3EO.
T -95 T dBc 50 mV peak-peak ripple on VDD. For FlexSwing order code

A3EO.

Using RC power SBiwgpl y
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Table 7. Electrical Characteristics i FlexSwing | Supply voltage ( fi o r d e rrefecred doeSdID, only:
25V +10% ( i 2, BBV +10% ( fi 3, 2.85V to 3.63 V ( i X Abtypical specifications are measured at nominal frequency of
156.25 MHz unless otherwise stated. See Figure 11 and Figure 12 for test setups.

Parameter in. . . Condition

Current Consumption

Current Consumption, Output

Enabled without Termination Idd_oe_nt i 30 36 mA Excluding load termination current.

Including load termination current, for FlexSwing order
ldd_oe_wt i 375 44 mA code il V PSee Figure 31 for Vdd=3.3 V £10%, Vdd=2.25 V
to 3.63 V, and R3=220 Ohms.

Including load termination current, for FlexSwing order
code il V PSee Figure 31 for Vdd=3.3 V +10%, Vdd=2.25 V
to 3.63 V, and R3=220 Ohms. Driver output is at logic-high
voltage levels.

Current Consumption, Output
Enabled with Termination

Current Consumption Output

Disabled with Termination ldd_od_wt i 46 53 mA

Output Characteristics

. VHn - See Figure 19 for waveform; Refer to Table 17 or Table 18
Output High Voltage VOH 0.115 VHn VHn+0.1 v order codes for nominal VOH (i.e. VHn) values

See Figure 19 for waveform; Refer to Table 17 or Table 18

Output Low Voltage VOL VLn-0.1 VLn VLn + 0.1 \% order codes for nominal VOL (i.e. VLn) values
* -

Output Differential Voltage Swing V_Swing -15% 2 \(/\L/r:;n +15% \% See Figure 20 for waveform.

Rise/Fall Time Tr, Tf i 170 210 ps 20% to 80%. See Figure 20 for waveform.

Differential Asymmetry, peak-peak V_da i 60 i mV See Figure 22 for waveform.

Differential Skew, peak V_ds i +40 i ps See Figure 23 for waveform.

Overshoot Voltage, peak Measured as percent of V_Swing.

V_ov i 12 i % ]
- See Figure 24 for waveform.

Power Supply Noise Immunity

Power Supply-Induced Jitter Power supply ripple from 10 kHz to 20 MHz.

i 14 i fs/mV

Sensitivity For FlexSwing order code AVP
PSJS Power supply ripple from 10 kHz to 20 MHz.
i 2 i fssmV [For Fl exSwing order code AVP
filter as shown in Figure 11.
Power Supply-Induced Phase i 75 i dBc 50 mV peak-peak ripple on VDD.
Noise For FlexSwing order code AVP
PSPN 50 mV peak-peak ripple on VDD.
i -93 T dBc |[For FlexSwing order code AVP

filter as shown in Figure 11.
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Table 8. Electrical Characteristics i LVDS | Supply voltage ( fior d e r2.5vaD%® 6 Ji 2 3.8 Y +10% ( i 3,3 0)
2.25V103.63 V ( i X Albtypical specifications are measured at nominal supply of 2.5 V and nominal frequency of
156.25 MHz unless otherwise stated. See Figure 13 and Figure 14 for test setups.

Parameter in. . - Condition

Current Consumption

Current Consumption, Output Idd_oe_nt i 25.5 32 mA Excluding load termination current.

Enabled without Termination

Current Consumption, Output ldd_oe_wt i 29 35 mA Including load termination current. See Figure 35 for
Enabled with Termination termination.

Current Consumption Output Idd_od_wt i 34.5 41 mA Including load termination current. See Figure 35 for
Disabled with Termination termination. Driver output is at logic-high voltage levels.

Output Characteristics

Differential Output Voltage VOD 250 360 450 mV See Figure 21 for waveform.

Delta VOD pV OD ] ] 50 mV See Figure 21 for waveform.

Offset Voltage VOS 1.125 1.25 1.375 \% See Figure 21 for waveform.

Delta VOS @V OS T T 50 mV See Figure 21 for waveform.

Rise/Fall Time Tr, Tf T 290 340 ps Measured 20% to 80% using Figure 35 for termination.
See Figure 20 for waveform.

Differential Asymmetry, peak-peak V_da i 25 i mV See Figure 22 for waveform.

Differential Skew, peak V_ds i +40 i ps See Figure 23 for waveform.

Overshoot Voltage, peak V_ov i 8 i % Measured as percent of VOD.

See Figure 25 for waveform.

Power Supply Noise Immunity

Power Supply-Induced Jitter PSJS i 18 i fs/mV | Power supply ripple from 10 kHz to 20 MHz
Sensitivity PSJS i 35 i fs/mV | Power supply ripple from 10 kHz to 20 MHz. Using RC power
supply filter as shown in Figure 13.
Power Supply-Induced Phase Noise PSPN i -73 i dBc 50 mV peak-peak ripple on VDD.
PSPN i -88 i dBc 50 mV peak-peak ripple on VDD. Using RC power supply filter

as shown in Figure 13.
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Table 9. Electrical Characteristics i LVDS | Supply voltage ( i o r d e r 1.8cVase( o) 1, 8. 1)V t0 3.63V ( i Y.YAb )
typical specifications are measured at nominal supply of 2.5V and nominal frequency of 156.25 MHz unless otherwise stated.
See Figure 13 and Figure 14 for test setups.

Parameter in. . . Condition

Current Consumption

Current Consumption, Output ldd_oe_nt i 255 32 mA Excluding load termination current.
Enabled without Termination

Current Consumption, Output ldd_oe_wt i 29 35 mA Including load termination current. See Figure 34 and
Enabled with Termination Figure 35 for termination.

Current Consumption Output Idd_od_wt i 34.5 41 mA Including load termination current. See Figure 34 and
Disabled with Termination Figure 35 for termination. Driver output is at logic-high

voltage levels.

Output Characteristics

Differential Output Voltage VOD 250 330 450 mV See Figure 21 for waveform.

Delta VOD @V OD i i 50 mV | See Figure 21 for waveform.

Offset Voltage VOS 1.125 125 1.375 Y, See Figure 21 for waveform.

Delta VOS ®VOS i i 50 mV | See Figure 21 for waveform.

Rise/Fall Time Tr, Tf T 290 340 ps Measured 20% to 80% using Figure 35 for termination.
See Figure 20 for waveform.

Differential Asymmetry, peak-peak V_da i 25 i mV | See Figure 22 for waveform.

Differential Skew, peak V_ds i *40 i ps | See Figure 23 for waveform.

Overshoot Voltage, peak V_ov i 8 i % Measured as percent of VOD.

See Figure 25 for waveform.

Power Supply Noise Immunity

Power Supply-Induced Jitter PSJS i 22.5 i fs/mV | Power supply ripple from 10 kHz to 20 MHz
Sensitivity i 35 i fs/mV | Power supply ripple from 10 kHz to 20 MHz. Using RC power
supply filter as shown in Figure 13.
Power Supply-Induced Phase Noise PSPN i 71 i dBc | 50 mV peak-peak ripple on VDD.
i -88 i dBc | 50 mV peak-peak ripple on VDD. Using RC power supply filter

as shown in Figure 13.
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Table 10. Electrical Characteristics 1 HCSL | Supply voltage ( ior d e 1 25/aD& ¢ /i 2 B8Y +10% ( fi 3,3 0)
225V 103.63V ( XX0,)1.8V+5% ( fi 1,8.8)Vto3.63V(AYY0). All typical specifications a
2.5V and nominal frequency of 156.25 MHz unless otherwise stated. See Figure 15 and Figure 16 for test setups.

Parameter in. - . Condition

Current Consumption

Current Consumption, Output Idd_oe_nt i 25 31 mA Excluding load termination current.
Enabled without Termination
Current Consumption, Output ldd_oe_wt 1 39.5 455 mA Including load termination current. See Figure 36 for
Enabled with Termination termination.
Current Consumption, Output Idd_od_wt i 45 52 mA Including load termination current. See Figure 36 for
Disabled with Termination termination. Driver output is at logic-high voltage levels.
Output Characteristics
Output High Voltage VOH 0.60 0.7 0.95 \Y See Figure 19 for waveform.
Output Low Voltage VOL -0.1 0 0.1 \Y See Figure 19 for waveform.
Output Differential Voltage Swing V_Swing 1.1 14 1.6 \Y See Figure 20 for waveform.
Rise/Fall Time Tr, Tf T 340 385 ps Measured 20% to 80%.
See Figure 20 for waveform.
Differential Asymmetry, peak-peak V_da i 65 i mV | See Figure 22 for waveform.
Differential Skew, peak V_ds i £70 i ps | See Figure 23 for waveform.
Overshoot Voltage, peak V_ov i 0 i % Measured as percent of V_Swing.

See Figure 24 for waveform.

Power Supply Noise Immunity

Power Supply-Induced Jitter PSJS i 27 i fs/mV | Power supply ripple from 10 kHz to 20 MHz

Sensitivity i 35 i fs/mV | Power supply ripple from 10 kHz to 20 MHz. Using RC power
supply filter as shown in Figure 15.

Power Supply-Induced Phase PSPN i -70 i dBc | 50 mV peak-peak ripple on VDD

Noise i -88 i dBc | 50 mV peak-peak ripple on VDD. Using RC power supply

filter as shown in Figure 15.
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Table 11. Electrical Characteristics i Low-Power HCSL | Supply voltage ( ior d e r2.5¢Vaet# ¢ §i 2,5 0 )

33V+10%( A 3,2.85Vt03.63V (XX P8V 5% ( i 1,8.8)Vto363V(AYYOD). All typical specific
nominal supply of 2.5V and nominal frequency of 156.25 MHz unless otherwise stated. See Figure 17 and Figure 18 for test

setups.

Parameter in. . . Condition

Current Consumption

Current Consumption, Output ldd_oe_nt 1 26 mA Excluding load termination current.
; A 315
Enabled without Termination
Current Consumption, Output Idd_oe_wt i 26.5 32 mA Including load termination current. See Figure 37 for
Enabled with Termination termination.
Current Consumption, Output ldd_od_wt 1 28.5 35 mA Including load termination current. See Figure 37 for
Disabled with Termination termination. Driver output is at logic-high voltage levels.
Output Characteristics
Output High Voltage VOH 0.8 0.92 1.15 \% See Figure 19 for waveform.
Output Low Voltage VOL -0.1 0 0.1 \% See Figure 19 for waveform.
Output Differential Voltage Swing V_Swing 1.6 1.83 2.0 \% See Figure 20 for waveform.
Rise/Fall Time Tr, Tf i 330 365 ps Measured 20% to 80%. See Figure 20 for waveform.
Differential Asymmetry, peak-peak V_da i 55 i mV See Figure 22 for waveform.
Differential Skew, peak V_ds i +30 i ps See Figure 23 for waveform.
Overshoot Voltage, peak V_ov i 1 i % Measured as percent of V_Swing.

See Figure 24 for waveform.

Power Supply Noise Immunity

Power Supply-Induced Jitter PSJS i 18 i fs/mV | Power supply ripple from 10 kHz to 20 MHz

Sensitivity i 6.5 i fs/mV | Power supply ripple from 10 kHz to 20 MHz. Using RC
power supply filter as shown in Figure 17.

Power Supply-Induced Phase PSPN i -73 i dBc 50 mV peak-peak ripple on VDD.

Noise i -82 i dBc 50 mV peak-peak ripple on VDD. Using RC power supply

filter as shown in Figure 17.
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Table 12. Absolute Maximum Ratings

Operation outside the absolute maximum ratings may cause permanent damage to the part.
Performance of the IC is only guaranteed within the operational specifications, not at absolute maximum ratings.

Parameter ‘ Test Conditions Min. Max. Unit
Continuous Power Supply Voltage Range (Vdd) -0.5 4.0 \Y
Input Voltage, Maximum Any input pin Vdd + 0.3 \%
Input Voltage, Minimum Any input pin -0.3 \%
Storage Temperature -65 150 °C
Maximum Junction Temperature 135 °C
Table 13. Thermal Considerations
Package Caa (°CIW) Y 51 (°C/W) Qus (°CIW) Qac.Top (°CIW)
3225, 6-pin 111 5.1 34 86
2520, 6-pin 126 4.8 39 118
2016, 6-pin 149 3.9 40 163

4. dia, QuT, dis and dic are provided according to JEDEC standards 51-2A, 51-7, 51-8, and 51-12.01 with a 25C ambient and 250 mW power
consumption (typical of 1 GHz fout). The conduction thermal resistances dis and dic are obtained with the assumption that all heat flows from the
junction to a heat sink through either the solder pads (dss) or the top of the package (dic top). These may be used in a two-resistor compact
model. The values of d;a and Qur are strongly application dependent, and we report values based on the JEDEC thermal environment. dsa is the
thermal resistance to ambient on a JEDEC PCB - it is a highly conservative estimate, since the JEDEC board does not have vias to PCB planes
in the vicinity of the package. (st can be used to estimate the junction temperature from measurements of the temperature at the top of the
package if the thermal environment is similar to the JEDEC environment.

Table 14. Maximum Operating Junction Temperaturel®

Max Operating Temperature (ambient)

Maximum Operating Junction Temperature

85°C 95°C
105°C 115°C
125°C TBD

Notes:
5.  Datasheet specifications are not guaranteed if junction temperature exceeds the maximum operating junction temperature.

Table 15. Environmental Compliance

Parameter ‘ Test Conditions Value Unit
Mechanical Shock Resistance MIL-STD-883F, Method 2002 30,000 g
Mechanical Vibration Resistance MIL-STD-883F, Method 2007 70 g
Altitude MIL-STD-202, Method 105, Condition C 70,000 ft
Soldering Temperature (follow standard Pb free soldering guidelines)® MIL-STD-883F, Method 2003 260 °C
Moisture Sensitivity Level MSL1 @ 260°C
Electrostatic Discharge (HBM) HBM, JESD22-A114 2,000 \
Charge-Device Model ESD Protection JESD220C101 750 \

Latch-up Tolerance

JESD78 Compliant

Notes:
6. Please refer to SiTime Manufacturing Notes.

Rev 1.2

Page 16 of 35

www.sitime.com


http://www.sitime.com/
https://www.sitime.com/support/resource-library/manufacturing-notes-sitime-products

SIT9551 25 MHz to 644 MHz EnduraE Ruggedized Ultra-low Jitter Differential XO

Pin Description

Table 16. Pin Description

Pin Map Functionality
Output Enable | H: Specified frequency output
(OE) L®: OUT: Logic HIGH,
1 OE/NF
No Function Open, 120k q i nt e-dowmrkesistpruol GND
(NF)
2 NE No Function Hor L or ?pen: No effect on output frequency or other device
functions.®!
3 GND Power Power Supply Ground
4 OUTP Output Oscillator output
5 OUTN Output Complementary oscillator output
6 VDD Power Power supply voltage*®!
Notes:

Top View
OE/NF| 1 | {6 [VDD
I
NF} 2! 15 [OUTN
GND; 3 | 14 |ouTP

Figure 5. Pin Assignments

7. OE pin includes a 120 k Yinternal pull-up resistor to VDD when active high, and a 120 k Yinternal pull-down resistor to GND when active low. In

noi sy

environments, the OE pin is recommended

active low OE) when the pin is not externally driven.
8. Differential Logic high means OUTP=VOH, OUTN=VOL
9.  Can be left open. SiTime recommends grounding it for better thermal performance.
10. A capacitor of value 0.1 pF or higher between VDD and GND pins is required.

i hchodevanhte g-Hevdi
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N4 6 A0 Phase Jitter Met hodol ogy for
SerDes Applications

Proper evaluation of reference clock (refclk) jitter is critical
to optimize system performance in high-speed serial links.

Figure 6 shows how the traditional 12 kHz to 20 MHz

analysis of filtering refclk jitter can mislead designers to

select components that degrade rather than improve link

performance. Using a more accurate filter analysis predicts

a 50% reduction (45 vs 94 fs RMS) in jitter. Therefore, this

datasheet replaces the legacy 12 kHz to 20 MHz filter

analysis with a more accurate and established methodology

adopted by several industry standards (e.g. PCI Express,

CXL, UCIle) and i mplleémaentpehdasteerjd taserfd
A brief overview follows.
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b Phase Nose 10.00d8/ Ref -20.00dBe/Hz
-20.00 ), T

12 kHz

P = 5

Filter Device Device
Methodology A SiT9501
oy 12 kHz - 20 MHz 50 fs rms 70 fs rms
™~ Ny “4-16A" phase jitter ~ 94fsrms  45fsrms
~
[ 7] y-¥

Camier 156.250000 Mtz _3.2312 dBm

1: 10 MHz -164.9582 dBc/Hz
2: 1 MHz -152.6342 dec/Hz
3: 100 kHz =150.7097 dBc/Hz
4: 10 kwz -141.0627 dBc/Hz 20 MHZ
5: 1 kuHz -114.8963 dec/HZ
61 knz =114, 8963 dBc/HZ
>7: 100 Wz -88, 6023 dBc/Hz
X: Start 12 kuz
Stop 20 MHz

Center 10.006 MHz
Span 19.988 MHZ
=== NOIS@ ===
Analysis Range X: Band Marker
Analysis Range v: Band Marker
Intg Noise: -86,1906 dBc / 19.69 MHz
RMS Noise: 69,3401 prad
3.97289 mdeg
mMs Jitter: 70.629 fsec
Residual FM: 350.978 Hz

Figure 6. Two products analyzed with 2 different methodologies lead to oppositec onc |l usi on5A0 Thhadéd
jitter methodology more accurately predicts in-system performance for modern SerDes applications.

Established in 1991 for SONET OC-48 line rates, the
traditional 12 kHz to 20 MHz jitter filter served as a golden
reference to evaluate refclk jitter for over 30 years. The filter
is used is nearly all clock and timing datasheets today.
However, the results it provides no longer correlate with
system performance and can create suboptimum link
performance. Sources of filter error include incorrect corner
frequencies, unrealistic brick-wall roll offs and a lack of
accounting for aliased phase noise. Errors of tens of
femtoseconds are significant today and will become more
significant as data rates increase. For these reasons, we
recommend customers adopl6 Atoh e
phase jitter methodology for SerDes applications.

The conventional refclk jitter analysis uses a band-pass
filter, as shown in Figure 7, to extract the refclk contribution
to jitter observed at the receiver. Historically the refclk jitter
filter was arbitrarily applied to phase noise up to an offset
equal to the refclk Nyquist frequency. However, this ignores
higher-offset phase noise that aliases when the refclk is
sampl ed b ydigital pHaseldétector. Studies have
shown that extending the measured phase noise data flat
to the third harmonic (or, twice the fundamental frequency
in the offset-frequency axis) accurately estimates worst-
case phase jitter!ll. Above the third harmonic, phase noise
rattsooff quickly and can zetigeoredi 4

Note:
11. fHow to evaluate reference-clock phase noise in high-speed

serial linkso , Signal Integrity Journal
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PARALLEL-SERIAL TRANSMITTER RECEIVER CLOCK/DATA SERIAL-PARALLEL
CONVERTER DRIVER RECOVERY CONVERTER
Channel Jittered D-FF \ —
mo b . Data Signal ——— DO
Dl —— _.u___; Shift Re/g\ — D Q D1
— o0
D2 ) g /I\ — D2
é_ TX PLL RX Observed Recovered
—_ = Jitter Transfer Jitter Transfer f
Dn Function Function (Bit) Clock / — Dn
Reference —— ) I
Clock (Refclk) T T/q— PLL Loop Bandwidth Bit Clock/(n+1)
N 1
o ! Bandwidths are
w ) “«—  application = —
o Filtered ! dependent
z by RX
Q |
%) 1
© 1
= i Integrate to compute
| phase jitter ; , . Offset
' ' "7 Frequency
RX PLL TX PLL Refclk Nyquist
Loop Bandwidth Loop Bandwidth Frequency

Figure 7. A generic serial link (top) uses a transmit PLL and receive CDR to low and high pass filter, respectively,
refclk phase noise. This forms a band-pass system filter (bottom) for computing phase jitter.

The left Figure 8 chart illustrates this methodology of
filtering aliased phase noise for a 156.25 MHz clock. Direct
phase noise analyzer instruments (e.g., E5052B or FSWP)
include an anti-aliasing filter. Thus, to account for aliasing,
the phase noise is extended flat to the 3™ harmonic
(468.75 MHz in the signal spectrum, or 312.5 MHz in offset
frequency spectrum) and the jitter filter is folded across

Nyquist-zone boundaries (at 156.25/2, 156.25 and
156.25x3/2 MHz). Then the phase noise data is filtered and
integrated to derive phase jitter. The right chart in Figure 8
illustrates a mathematically equivalent process that aliases
the extended phase noise below an offset equal to the
Nyquist frequency before filtering in the first Nyquist zonel,

0 0
= -20 -20
s
= -40 -40
& -60 : - -60
N -80 —System Filter Gain 80 —System Filter Gain
% —Measured Phase Noise ——Measured Phase Noise
@ -100 —Phase Noise Extension 100 —Filtered Phase Noise
g -120 —Filtered Phase Noise -120
2-140 — 40
2 -160 i e — S A e Al [
g // \\“kﬂ\—\d—
o -180 it \‘\/M -180
ImEEE
-200 -200
1E+4 1E+5 1E+6 1E+7 1E+8 1E+9 1E+4 1E+5 1E+6 1E+7 1E+8

Offset Frequency (Hz)

Offset Frequency (Hz)

Figure 8. lllustration of two equivalent processes to filter aliased phase noise. The left chart extends (black)
the measured phase noise (orange) to the 39 harmonic, mirrors the filter (blue) across higher Nyquist zones before
deriving the filtered phase noise (green). Alternatively, the right chart aliases the extended phase noise (not shown)
below the Nyquist frequency before filtering (green). Integrating either green curve produces the same phase jitter.

A shorthand label forthisme t hodo |l #dyYy ip% as# | ratestardrl6 MHz represents a worst-case estimate for TX

where the first and second
RX CDR and TX PLL bandwidths, respectively, and
assuming 20 dB/dec roll offs (unless specified otherwise),

16A O phase j 4 Midze RX ands ®5sMHz TX
bandwidths with aliasing. Here, 4 MHz represents the most
common serial standard, Ethernet, which typically specifies
a CDR bandwidth of 4 MHz for 10 Gbps and higher link

n u nAble bamdwidté dthe aPlle becomgs| umstable atwhigheh
bandwidths). This shorthand terminology makes it easy to

describe variati onlsO.AOFoprhas®xanpilt
andA A0 i nthataxlait @si ng i s i ncl ude d .desdribes thesaraempethaologyibiit for 2 MHz RX CDR

and 10 MHz TX PLL bandwidths. In practice, the exact
bandwi dt hs ar e applicaléAd
simply chosen here to represent the most common
application (Ethernet).

Rev 1.2 Page 20 of 35 www.sitime.com

ide pe


http://www.sitime.com/

SIT9551 25 MHz to 644 MHz EnduraE Ruggedized Ultra-low Jitter Differential XO

KiTime

FlexSwing Configurations

A FlexSwing output-driver performs like LVPECL and
additionally provides independent control of voltage swing
and DC offset voltage levels. This simplifies interfacing with
chipsets having non-standard input voltage requirements

Table 17. FlexSwing 2-digit Order Codes specifying VHn

and can eliminate all external source-bias resistors.
FlexSwing supports power supply voltages from 1.71 V to
3.63V, and the programmable VOH and VOL levels may
be referenced to the voltage on either VDD or GND pins.

and VLn referenced to voltage on VDD pin

VLn

Order Code
V_Swing (V)

Vdd-2.31V | >
Vdd-2.26V |m
Vvdd-2.21V |0
Vdd-2.16V |0
Vvdd-2.11V |m
Vdd-2.06V |
Vdd-2.01V |®
Vdd-1.96V | T

g/2

VHn

VLn + V_Swin

sl<lcf[afJolnfofn]z]=][r][x]c][z[o]n[m[ofo]=]>

Note:
12. Please contact SiTime.

The above table identifies supported combinations of
nominal VOH (i.e. VHn) and nominal VOL (i.e. VLn) in
colored boxes. The two-character code in each box
corresponds to the VHn and VLn codes specified in the 2"
column and 2™ row in the table, respectively. The number
in each box indicates the nominal differential swing
(i.e. VHNn1 VLn).

Vvdd-1.91V [«

Vdd-1.86V | x

Vdd-1.82V |~
Vdd-1.77V |2
vdd-1.72V |z
Vdd-1.67V | o
vdd-1.62V |0
Vdd-1.57V |0
Vdd-1.52V |
Vdd-1.47V |4
vdd-1.42V |c
Vdd-1.37V |<
vdd-1.32V |
Vdd-1.28V | %

Supply Voltage Available Colors
1.8\45%

1.71V to 3.63V
2.5V+10%

3.3V+10%

Not Supported
Not Supported

Note 12

For example, or d e r
Vdd-1.144V) and VLn code o0 A$i
corresponding to a V_Swing of 0.845 V peak-peak, which
may be used for supply voltages of 2.5 V £10%, 3.3 V £10%
or (2.25V to 3.63 V). Alternatively, an order c o d e  oof
corresponds to a VHn ¢ o d €0 (ie. Vdd-1.193 V) and a
VLnor der SO o d &dd.530 V) corresponding to a
V_Swing of 0.760 V peak-peak, which may be used for a
supply voltage of 3.3 V +10%.
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Table 18. FlexSwing 2-digit Order Codes specifying VHn and VLn referenced to voltage on GND pin

Order Code

V_Swing (V)

1.03V |0

0.45V |0
0.49V |O
0.54V |m
0.59V |
0.64V |
0.69V |T
0.74V |
0.79V | =
0.84V |~
0.89V |Z
0.94V |z
0.99V [T
1.08V |
1.16V |0
1.23V |4
1.3V |C
1.38V |[<
1.45V |
1.53V |x
1.6V |<

Supply Voltage Available Colors
1.8\E5% Orange Green
Green
2.5V+10% Orange Green Blue Purple
3.3V+10% Green Blue Red
2.25V to 3.63V Green Blue
Note 13 Gray

g/2

VHn

VLn + V_Swin

e v[rn]<[x]z]<[c]a]o][na]o][s[z]z][r|x][c][z]o][n][m[o]o]=]>

Note:
13. Please contact SiTime.
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Test Circuit Diagrams

A 1.5 pF capacitive load is used at each differential output. Because of the additive input capacitance of the active probe
used with the oscilloscope, the output characteristics for all signal types are measured with a total of 2 pF capacitive load.

Test Setups for LVPECL Measurements

Phase Noise Analyzer

Only use for PSPN N e
measurement - Oscilloscope

e

VDD SiTime 6801EB (Balun)

T 50 Ohmecable |1 M Svpuoas

Only use for Period Jitter or
Cycle-to-Cycle Jitter
measurement

50 Ohm cable

50 Ohm cable
l
Vbias (VDD-2)

Figure 9. Test setup to measure LVPECL Phase Noise, Period Jitter, Cycle-to-Cycle Jitter, and Power Supply-
Induced Phase Noise (PSPN) without filter added![4

Oscilloscope

Only use VDD sense
e —— for Startup Time
R ) measurement

______ VJF.D GND e
:_ : = 11348 J iy Fa
| Pf] DUT J b Active Probe)
R3 D@

Only use for OE/OD Time
measurement

Vbias (VDD-2)

7z
7’

"
 J— L 6 50 11348 L
Ire I 2 5 Active Probe
1 |_ ______ r 3 4
GND Re

- 11348
GND Active Probe
Vbias (VDD-2

Figure 10. Test setup to measure LVPECL Waveform Characteristics, Current Consumption (with Termination 2)*%,
Output Enable/Disable Time, and Startup Time

Notes:
14. See Figure 11 for the test setup to measure LVPECL Power Supply-Induced Phase Noise (PSPN) with filter added.
15. See Figure 12 for the test setup to measure LVPECL Current Consumption with Termination 1 or without Termination.
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Test Circuit Diagrams (continued)

Test Setups for FlexSwing Measurements!*6!

Only use for PSPN or PSPN
with filter measurements

Phase Noise Analyzer

—

= LG 2w @
2 K
| I ——
Oscilloscope

1 . 1
1 GNDi ; :
1! e | T i
1" 10n | i
L -1 iz |
(et et eltr=liy=lts L R : <1y i
VDD SiTime 6801EB (Balun) i |
DUT T 50 Ohm cable | €1 MMcLSYP 3213 | : S as ¥ D] :
g g gy -

; 2 50 Ohm cable Only use for Period Jitter

3 a or Cycle-to-Cycle Jitter
G?D measurement

Figure 11. Test setup to measure FlexSwing Phase Noise, Period Jitter, Cycle-to-Cycle Jitter, and Power Supply-
Induced Phase Noise (PSPN) with and without filter added[*7]

Oscilloscope

GND
Only use for OE/OD Time J L =L L1l Or}grusst(;r‘\t/u%l?rﬁzse
measurement / N5425A |i§33§pmbe-| measurement
i i e e !
) Pinll  DUT | Bt | | "
| -mf 1 6 <7
1 90‘ =2 5 c
[ 4
GND N5425A

11348
Active Probe

Figure 12. Test setup to measure FlexSwing Waveform Characteristics, Current Consumption[!8l, Qutput
Enable/Disable Time, and Startup Time

Note:
16. The same test circuits are used for FlexSwing referenced to VDD and FlexSwing referenced to GND.
17. Test setup is also used to measure LVPECL Power Supply-Induced Phase Noise (PSPN) with filter added.
18. Test setup is also used to measure LVPECL Current Consumption with Termination 1 or without Termination.
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Test Circuit Diagrams (continued)

Test Setups for LVDS Measurements

Only use for PSPN or PSPN
with filter measurements
| VDD+50mVp2p_Sine |
lpmmm e e = - 1. ! Phase Noise Analyzer
| Filter ! !
c3 RIS 1 s
1! 47u 051>1 !
1! . 1 1
1 GNDY| - i
n C4 | 1
| 10n \ |
1! | 1
LN | S, L a |
vDD SiTime 6801EB (Balun)
T 50 Chm cable
DUT _|/
1 6 50 Ohm cable Only use for Period Jitter
2 5 or Cycle-to-Cycle Jitter
. 3 4 measurement
GND
50 Ohm cable

Figure 13. Test setup to measure LVDS Phase Noise, Period Jitter, Cycle-to-Cycle Jitter, and Power Supply-Induced
Phase Noise (PSPN) with and without filter added

Oscilloscope

. GND - J
Only use for OE/OD Time _;? e 5 = Only use VDD sense
measurement \%QD _J_ L L L for Startup Time
| e i
: P1n1| DUT J S]:l:)p NSi iSA | A:tlve Probe| mfasurement
e 7
: ‘D:O: ; g e Active Probe &
| | S —— 3 4 100 N5425A
GND s
Cc2
| 1.5p 11348
Active Probe
GND

Figure 14. Test setup to measure LVDS Waveform Characteristics, Current Consumption, Output Enable/Disable
Time, and Startup Time
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Test Circuit Diagrams (continued)

Test Setups for HCSL Measurements

Only use for PSPN or PSPN
with filter measurements

Phase Noise Analyzer

Oscilloscope

R T ol [ e

50 Ohm cable | C1

- T T T=71

50 Ohm cable Only use for Period Jitter
or Cycle-to-Cycle Jitter
measurement

GND

= 50 Ohm cable

Figure 15. Test setup to measure HCSL Phase Noise, Period Jitter, Cycle-to-Cycle Jitter, and Power Supply-Induced
Phase Noise (PSPN) with and without filter added

Oscilloscope

Only use for OE/OD Time -,
measurement GND -z ® E,‘i%; 45 8= Only use VDD sense

VDD = ;
== for Startup Time
T N5 A | két?:ces Probe|

measurement

7
11348 -
Active Probe
4
4
3 i >
s 1
11348
= Active Probe
GND

Piul: DUT

6
5
4

Figure 16. Test setup to measure HCSL Waveform Characteristics, Current Consumption, Output Enable/Disable
Time, and Startup Time
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Test Circuit Diagrams (continued)

Test Setups for Low-Power HCSL Measurements

Only use for PSPN or PSPN
with filter measurements

1 I
GND|

Phase Noise Analyzer

50 Chm cable

50 Ohm cable

SiTime 6801EB (Balun)

C1

———— e

- -~-~--—-71

T e T | -

50 Ohm cable

Only use for Period Jitter
or Cycle-to-Cycle Jitter
measurement

Figure 17. Test setup to measure Low-Power HCSL Phase Noise, Period Jitter, Cycle-to-Cycle Jitter, and Power
Supply-Induced Phase Noise (PSPN) with and without filter added

measurement
e S A 1

Only use for OE/OD Time

Pm 1'

1
—2

DUT J
R1
33

Oscilloscope

®

0o

’\/R\z/\/_L L N5425A

@

GND

N 5!425A | Actlve Probe

el ;-ﬁ‘}} 4 5 5)1;
L

1

11348
PActive Probe
Lz

11348
Active Probe

Only use VDD sense

7z

for Startup Time
measurement

7
7
2

Figure 18. Test setup to measure Low-Power HCSL Waveform Characteristics, Current Consumption, Output
Enable/Disable Time, and Startup Time
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Waveform Diagrams

OUTN
VOH
OUTP
VOL
GND i

Figure 19. LVPECL, HCSL, Low-Power HCSL, and FlexSwing Voltage Levels per Differential Pin

Duty Cycle = (PW / Period) x 100%

OUTP - OUTN
4— Period ———»
“«——PW—>
80%
V_Swing
ov
Time
20% 20%
—» Tr «— > Tf

Figure 20. LVPECL, LVDS, HCSL, Low-Power HCSL, and FlexSwing Voltage Levels Across Differential Pair

OUTN ? ?
VOI‘D_H VOD_L
AY
\ A
OUTP
VOS_H VOS_L
¢VOD = VOD_Hi VOD_L
VOS = VOS_H i VOS_L l l

GND

Figure 21. LVDS Voltage Levels per Differential Pin
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SiT9551 25 MHz to 644 MHz Endurak Ruggedized Ultra-low Jitter Differential XO

Waveform Diagrams (continued)

OUTP + OUTN V_da
2
A /v
0
Time

Figure 22. Differential Asymmetry (V_da)

OUTN
V_dsr ——» m —

OuTP

V_ds = Average of V_dsr and V_dsf

Figure 23. Differential Skew (V_ds) is measured as the Time between the Average Voltage Level and Crossing Voltage

OUTP-OUTN OUTP or OUTN

_ov
\Y; Swmg ' ‘ 0V Differential VOD ' \

Figure 25. Overshoot Voltage (V_ov) for LVDS Output

Figure 24. Overshoot Voltage (V_ov) for LVPECL,
FlexSwing, HCSL, Low-power HCSL

i
WIH
f— VIH _ ’
OE (active high) OE (active low) :
|
OE (active high)
OE (active low) i A VIL

o

OUT_diff
oy

'y
: j
o
L]
T
EF swing
" ‘ ...
——
S0% l::fFS\.'\ring_._|
I
L j
|
o
EE

Figure 26. OE Pin Enable Timing (T_oe) Figure 27. OE Pin Disable Timing (T_od)
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Termination Diagrams

LVPECL and FlexSwing Termination

The SiT9551 FlexSwing output drivers support low power
without sacrificing signal integrity via simple terminations as
shown in Figure 29 and Figure 31,compared to traditional
LVPECL drivers. The FlexSwing and LVPECL outputs are

voltage-mode drivers. Use the table and figures below to
select a termination circuit for the desired supply voltage.
The table also provides LVPECL current consumption
(I_load) into the load termination.

Table 19. Termination Options for LVPECL and FlexSwing Signaling

Termination Options
Signaling S(L:l)pgly goléage
el SoeEs Figure 28 Figure 29 Figure 30 Figure 31 Figure 32 Figure 33
OKto use OK to use OK to use
LVPECL
referenced to Vdd I_load = 40 mA Do Not Use | load = OK to use | load = Do Not Use
= 5 & o 4 with 100 m near- > >
n250, fi 39 A . 28 mA 28 mA
end bias resistor
FlexSwing 1201
referenced to Vdd OK to use OK to use OK to use OK to use Do Not Use
f250 i3 3 (see Figure 29 for
fi o, @
FlexSwing AYYoO OK to usel* fret;t;zn\(l:ghfgges Do Not Use OK to use Do Not Use Do Not Use
referenced to Gnd swings)
A180 Do Not Use OK to use Do Not Use OK to use
Shunt Bias Termination -
network Thevenin-equivalent
0'1.“:\ Termination network T
D+
' Ry Ry
} D- .
01¢F ) 20=50Y } b*
0¥ 50 Y
Re Vad | Ro(LvREC | |7 a— Zo=50V ) 0.
- 25V |  487Y Vs Ry Ry
Vvdd R R
Figure 28. Recommended LVPECL and FlexSwing 33v | 127 |82.5 ¥ s
Termination when AC-coupled 25V | 250 | 62.5

Receiver requires external bias:

Figure 30. LVPECL and FlexSwing DC-coupled Load
Termination with Thevenin Equivalent Network[?%

Shunt Bias Termination
network
0.1¢F

I zo=s0v ) or
Y-Bias Termination
| zo=s50v ) o network
OUTP '—O Z0=50Y ) ’ D+
Frequency (MHz) | Max V_Swing 50Y SOV
<200 14V outy &——f) 20=50Y ) o-
200 to 644.53125 1 Vi
Ry VT R>
Vdd | Frequency | RL&R2 | R3 | Load current
V) | (MHz) (Y) (Y) (MA, typ) c R
Receiver has internal bias: 3.3 25 to 50 50 26.3 0.1 sFI 3
5 | 64453125 | g5 18 27.3 ==
33 <250 50 220 12.1
100 ¥ " 5 <250 50 220 105

Figure 31. LVPECL and FlexSwing with Y-Bias
Termination

Frequency (MHz) | Max V_Swing

<200 1.4V
200 to 644.53125 1

Figure 29. Recommended FlexSwing Termination
when AC-coupled
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Termination Diagrams (continued)

) Z0=50Y

Shunt Bias Termination
network \

J

Z0=50Y

J

50Y

50Y

Vy=Vdd-2V

Figure 32. LVPECL and FlexSwing with DC-coupled

Parallel Shunt Load Termination

Shunt Bias Termination
network \

) Zo=50Y }

Z0=50Y }

50 Y

Figure 33. FlexSwing Termination i Only for use with
Vol tage

Supply

LVDS, Supply Voltage: 1.8 V 5%, 2.5V £10%, 3.3V £10%, 2.25V to 3.63V, 1.71 Vto 3.63 V

Order

) Zo =50Y

Zo = 50Y

0.1eF

— —o
0.1eF 00

@

) Zo = 50Y

Zo = 50Y

D+
100 Y
D-

Figure 34. LVDS AC Termination

Figure 35. LVDS DC Termination at the Load

HCSL, Supply Voltage: 1.8 V £5%, 2.5V +10%, 3.3 V +10%, 2.25V to 3.63 V, 1.71 V to 3.63 V

(@)

50Y

Z

%
0 = 50Y

(| zo=sov  }

R1=R2=33Y

(b)

) Z0 = 50Y

Z0 = 50Y

Figure 36. (a) HCSL Source Termination and (b) HCSL Load Termination

Low-power HCSL, Supply Voltage: 1.8 V £5%, 2.5 V £10%, 3.3 V £10%, 2.25V to 3.63 V, 1.71 V to 3.63 V

_ zo=sov )

[ zo=sov ]

R1=R2=33Y

Figure 37. Low-power HCSL Termination

Notes:

19. Contact SiTime for optimum Rg values for FlexSwing options.
20. Contact SiTime for optimum R1 and R2 values for FlexSwing options.
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SiT9551 25 MHz to 644 MHz Endurak Ruggedized Ultra-low Jitter Differential XO mTlme

Dimensions and Patterns © 2.0x 1.6 mm x mm

Package Size i Dimensions (Unit: mm)?4

SYMBOL | MIN | NOM | MAX
TOTAL THICKNESS A 0.700 | 0.750 | 0.800
STAND OFF A1 0.000 | 0.035 | 0.050
| @ E' |b| D 2.000 BSC
(A] B] BODY SIZE
] | 4 ’ 6 | ‘ ¥ E 1.600 BSC
| [— J m U L LEAD WIDTH b 0.225 | 0.275 | 0.325
PIN1 — I | LEAD LENGTH L 0.300 | 0.400 | 0.500
5] _\ f LEAD PITCH e 0.730 BSC
© - - E - - PACKAGE _— 0.100
@ TOLERANCE :
_d ! U m D MOLD FLATNESS bbb 0.100
} COPLANARITY cce 0.080
M]aaalc 3 1
NOTE
1. ALL DIMENSION IN MM
(TOP VIEW) (BOTTOM VIEW)
//]bbb]c]
|
I
A
L. O M9 [ _L SEATING
A1t PLANE
el HiTime
(SIDE VIEW) PKG INFO DRAWING NO.
6L PQEN POD-077-PQFN-006-C02016
2.000x1.600x0.750 mm REV SHEET
DATE | 11-AUG-2024 BO3 01
Recommended Land Pattern (Unit: mm)??
r—=—T"——7171T~—1
I 1
| |
| |
| -+ 1.250
I I
0.750| | ]
. | |
| IS N S P
Note : All units in mm.
m . ] PKG INFO SPL DRAWING NO.
Time 6L QFN SPL-077-QFN-006-C02016
DATE 2.000x1.600 mm REV SHEET
2020/04/20 B0O 01
Notes:
21. TopMar king: Y denotes manufacturing origin and XXXX denotes mandywfacturing |

location of the device.
22. A capacitor of value 0.1 pF or higher between VDD and GND is required. An additional 10 pF capacitor between VDD and GND is r equired for
the best phase jitter performance.

Rev 1.2 Page 32 of 35 www.sitime.com


http://www.sitime.com/

[
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Dimensions and Patterns © 2.5x 2.0 mm x mm

Package Size i Dimensions (Unit: mm)?4

[2aa]c]
(TOP VIEW) (BOTTOM VIEW)
|
ZTele] !
| \
! c
\:vl—!—lml—Lj i SEATING
Alelo] i A1 PLANE
(SIDE VIEW)

SYMBOL| MIN | NOM | MAX
TOTAL THICKNESS A | 0800 | 0.850 | 0.900
STAND OFF A1 | 0.000 | 0.035 | 0.050
X D 2.500 BSC
BODY SIZE
Y E 2.000 BSC
LEAD WIDTH b | 0330 ] 0.380 | 0.430
T~ |LEAD LENGTH L | 0550 0650 | 0.750
L |LEAD PITCH e 0.900 BSC
PACKAGE TOLERANCE |  aaa 0.100
MOLD FLATNESS bbb 0.100
COPLANARITY cee 0.080
NOTE
1. ALL DIMENSION IN MM
HiTime
PKG INFO DRAWING NO.
6L PQFN POD-092-PQFN-006-C02520
2.500x2.000x0.850 mm REV SHEET
DATE [ 11-AUG-2024 A02 01

Recommended Land Pattern (Unit: mm)??

M o
| |
& 1.400
| |
L |

Note : All units in mm.

. ] PKG INFO SPL DRAWING NO.
l'ﬂTlme 6L POEW SPL-078-QFN-006-C02520

DATE 2 500%2.000 mm REV SHEET
2021/12/06 BOO 01
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Dimensions and Patterns '

3.2X2.5mmx mm

Package Size i Dimensions (Unit: mm)?4

|
| [8]
l Pl DI (&) —*7
| S0 O ey
PIN1— ;
P ~—F T f
H .
(L1)
| RS I i 1 e
== IR
(TOP VIEW) (BOTTOM VIEW)
(A2)
A
! | SEATING
== ’ A—1 ? PLANE
(SIDE VIEW)

SYMBOL | MIN | NOM | MAX
TOTAL THICKNESS A 0.800 | 0.850 | 0.900
STAND OFF A1 0.000 | 0.035 | 0.050
BOBVETEE X D 3.200 BSC
Y E 2.500 BSC
LEAD WIDTH 0.550 | 0.600 | 0.650
S - L 0.650 | 0.700 | 0.750
L1 0.800 REF
LEAD PITCH e 1.100 BSC
RIE T | e | ow
MOLD FLATNESS bbb 0.100
COPLANARITY cce 0.080
DIMPLE WIDTH T 0.150 REF
DIMPLE LENGTH P 0.150 REF
DIMPLE DEPTH A2 0.100 REF
NOTE
1. ALL DIMENSION IN MM
HiTime
PKG INFO DRAWING NO.
6L PQFD POD-076-PQFD-006-C03225
3.200x2.500x0.850 mm REV SHEET
DATE I 11-AUG-2024 B02 01

Recommended Land Pattern (Unit: mm)?2
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