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NOTES:
1) GENERAL THICKNESS = 2.00
2) MUST BE FREE OF FLASH AND IMPERFECTIONS THAT AFFECT FUNCTION.
3) PANELINSERTION FORCE: 40N MAXIMUM A oatateve. [ — Toata patrery fFERRen]
RETENTION FORCE: 140N MINIMUM o v, Revision RecoRD s s 1
4) THIS PART SHALL CONFORM TO SUB-PARAGRAPH "SUBSTANCE PROHIBITION 537WB0215 | RENEW DUE TO DRAWING CHANGE [345q MB
AND RESTRICTION® IN TSZOOO1G. TOYOTA PART NAWE TovoTA PART WO,
HOLDER,
/\'5) UNLESS SPECIFIED, GENERAL GEOMETRICAL TOLERANCE SHALL BE PLTC. TR 82666-0T120-A
6) FOR TESTING REQUIREMENTS, REFER TO DVPR-11-031. YAZAKI NORTH AMERICA-CANTON
1S RESPONSIBLE FOR TESTING [ aeproveo | [ onecxeo |
AW7) FLAMMABILITY MAX 100 mm/min TSMO500G
A 8) SMELL SHOULD SATISFY TSMOS05G
sTAFF cooe YF320 | TOYOTA MOTOR ENG. & MFG. NA. INC. | Al 1SSUE_MAR
CUSTOMER __TOYOTA MOTOR ENG.& MFG. N.A., INC. MATL. PP (NATURAL) TREAT.
CUSTOMER PART NO. CUSTOMER DWG NO. SPEC. TSM5514G-2 & FIN.
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