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DATE

APVD2

APVD3

DRAWING NAME

STG

DRAWING NUMBER

OF

MATERIAL

REV

DR

FRAME NO

APVD1

APVD5

SIZE SCALE SHEET NO

APVD4

DWG STATUS
REVISION HISTORY

DATE STG N/P
AUTH APVD

2CHG
APVD

1
ZONE DR

REV

A         LINE DRAWN THROUGH A PART NUMBER 
INDICATES THAT PHYSICAL PARTS ARE NOT AVAILABLE 
FOR ORDERING.

PART NUMBERS THAT DO NOT HAVE A LINE PRESENT INDICATE
THAT PHYSICAL PARTS ARE AVAILABLE FOR ORDERING.

CONTACT APTIV SALES TO ASSURE AVAILABILITY
OF PARTS.

DWG TYPE

VOLUME (CM3)

STYLE

DISTR CODE

ALL DIMENSIONS ARE IN

UNLESS OTHERWISE SPECIFIED

REFERENCE

DO NOT
SCALE

USE MATH
DATA

DIMENSIONAL RANGE (MM)
FROM

TO
TOLERANCE UNLESS OTHERWISE SPECIFIED

CHART

ANGULAR TOLERANCE  

PROCESS SENSITIVE DIMENSION

DIMENSIONS ENCLOSED IN   INDICATE
REFERENCE DIMENSIONS AND NO TOLERANCE
LIMITS ARE ESTABLISHED

INNER CONN  - SEE CHART

  NOTES

  1.  UNLESS OTHERWISE SPECIFIED AND/OR INDICATED:
      
        DIMENSIONS ARE TO FACE OF VIEW SHOWN AND 
        AUTOMATICALLY ROUNDED BY COMPUTER FOR INSPECTION
        (SEE MATH MODEL FOR PRECISE DIMENSIONS). FOR ALL 
        OTHER DIMENSIONS NOT SHOWN BUT REQUIRED FOR TOOL
        BUILD, SEE MATH MODEL FOR PRECISE TOOL PATH DATA.

  2.  TO ASSURE CORRECT TERMINAL POSITION, AN ELECTRICAL TEST
      HOLDER APPROVED BY BOTH THE DELPHI PACKARD NORTH AMERICA
      PRODUCT LINE ENGINEER AND ASSEMBLY TOOLING BUSINESS UNIT
      MUST BE USED. FAILURE TO USE AN APPROVED TEST HOLDER MAY
      RESULT IN UNSEATED TERMINALS.

SEAL CONN - SEE CHART

  3.  THIS PRODUCT IS NOT CATEGORIZED AS AN APPEARANCE ITEM, MINOR
      IMPERFECTIONS INCLUDING, BUT NOT LIMITED TO, FLOW MARKS, COLOR
      BLEMISHES, GATE VESTIGE, AND SOFT FLASH THAT DO NOT AFFECT THE
      FIT, FORM, OR FUNCTION OF THE PART ARE PERMISSIBLE PER EANP_4-3_CS_01_EN.

SHIELD 1 - SEE CHART

CONN - SEE CHART

SHIELD 2 - SEE CHART
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SHIELD 3 - SEE CHART

AREA BETWEEN DOTTED LINES IS A
SEALING SURFACE AND MUST
MEET SURFACE FINISH REQUIREMENTS.
AREA TO BE KEPT CLEAR OF OBSTRUCTIONS
AND FREE OF GREASE, DIRT, ETC.

42

0.1 A B C

3.5 0.1

C

6.2

8X 0.5R

2X

0.1 A B C

4.5 0.1

2X 19

0.8B

 OF C

THESE TWO AREAS TO BE FREE
OF E-COAT AND OTHER NON-
CONDUCTIVE COATINGS

MOUNTING HOLE INFORMATION 

MOUNTING MODULE
(NOT INCLUDED IN APTIV PROCESS)

FULL EXPLODED ASSEMBLY VIEW

3X TYP31.8

40.9

C

C

SECTION C-C

4.6

4.6

4.6

MIN 5

CASE THICKNESS MIN 5 MM, AS LONG AS
M4 ATF DELTA PT 40 SELF TAPPING 
FASTENER LENGTH IS ADJUSTED EQUALLY. 
SCREW LENGTH = CASE THICKNESS + 9 MM.

B

B
SECTION B-B

19.44

37.32

48.18

6.5

12.18

12.1811.78

A A

SECTION A-A

2X 14.72

59.7

7.6 +0.65
-0.68

34.5

3X 29 28

30

32

SYMBOL DEFINITION

TOTAL NO OF
INSPECTIONS
REQUIRED

LAST NO.
USED    

48

34

A DIMENSION WITHOUT AN INSPECTION REPORT SYMBOL
    DOES NOT REQUIRE INSPECTION.  IT MAY BE
CONTROLLED ON THE INDIVIDUAL COMPONENT DRAWING.
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2 3
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2X 7
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2X 12
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2X 16
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23

24
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26

27

0.9

FASTENER - ATF DELTA PT40
(NOT INCLUDED IN APTIV PROCESS)

12.18

31

 OF CONN

 OF CONN

INNER CONNECTOR/SHIELD SUB-ASSEMBLY
MUST BE FULLY SEATED AND LOCKED INTO
COVER CONNECTOR

A

 OF B

33

  4.  FOR ASSEMBLY MANUAL PLEASE REFER TO P/N 33387263.

33341078 33336176 33336182 33336183 33336181 33336180 13954092

PART NO CONN SHIELD 1 SHIELD 2 SHIELD 3 INNER
CONN SEAL CONN

  5.  REFERENCE MATING COMPONENTS OR EQUIVALENT:
      
           INNER CONNECTOR ASSM - 33341079
           CONNECTOR ASSM - 33280354

  6.  HALOGEN-FREE FLAME RETARDANT (UL94 V-0) POLYESTER COMPOUND.

INNER CONNECTOR ASSEMBLY - 33341079

  7.  CONNECTION MEETS SAE/USCAR-2 R6 FEB 2013 T_; V_; S_; M1 (_ CYCLES).

  8.  RECOMMENDED FASTENER TIGHTENIG TORQUE 2 +/- 0.3 NEWTON-METERS.

 10.  PARTS MUST BE FREE OF DUST, DIRT, CARDBOARD FIBER, LOOSE
      METAL SLIVERS, OR ANY PARTICULATE THAT MAY CAUSE FIT OR
      FUNCTION CONCERNS.

  9.  ASSEMBLY MUST WITHSTAND AN ELECTRICAL HI-POT TEST OF
      3000 VOLT (AC) FOR 10 SECONDS BETWEEN SHIELD TERMINAL
      AS WELL AS EACH MALE TERMINAL AND THE SHIELD CAN.

 11.  SEALING VERIFICATION AND MARKING REQUIRED PER ES-A-755.

SEE NOTE #9

1

SCRIBE MARK SHOULD BE
LOCATED IN THIS AREA

 12.  CIRCULAR SCRIBE MARK DENOTES CONNECTOR ASSEMBLY PASSED
      LEAK AND HI-POT TESTING.

34

34

MISSING SYMBOLS
NO MISSING

SYMBOL NUMBER

ASM CONN 2 M 280 HEADER SLD  

33341078
A1x3 1 OF 13:1 1 2

ALAIN PREVOST 29MY17
ALAIN PREVOST 29MY17
EDUARDO DIAZ A. 29MY17

SEE CHART

R AA02

WARREN, OH

SUBSTANCES OF CONCERN AND RECYCLED
CONTENT PER APTIV 10949001

CONNECTION SYSTEMS

COPYRIGHT      APTIV. ALL RIGHTS RESERVED.

THIS DRAWING IS THE PROPERTY OF APTIV AND CONTAINS APTIV
CONFIDENTIAL INFORMATION. THE REPRODUCTION, DISTRIBUTION AND

UTILIZATION OF THIS DOCUMENT OR ITS RELATED CAD MATH DATA, AS WELL
AS COMMUNICATION OF ANY CONTENT TO OTHERS, WITHOUT EXPRESS

AUTHORIZATION, IS PROHIBITED.

2017

29MY17 R 01 -- WAS PE376480 AND RELEASED PD 436721 APB APB EDA

30NO17 R 01 -AA ADDED FLAME RETARDANT NOTE 438293 JVM JVM MNC

03JL18 R 01 -AB ADDED "REQUIREMENT SAE/USCAR" &
"FASTENER TIGHTENING TORQUE" NOTE AND
UPDATED FULL EXPLODED ASSEMBLY VIEW

440326 JGO JAA MNC

16OC18 R 02 -- ADDED NOTES #9-12, DIM #34, SCRIBE LABEL
AND UPDATED "CONN" TO THE LATEST REV.

441269 CGD CGD LES

PART DRAWING

D
THIS DOCUMENT IS IN ACCORDANCE WITH ASME Y14.5M-1994
AS AMENDED BY THE GM GLOBAL DIMENSIONING AND
TOLERANCING ADDENDUM-2001.  SEPARATE PATTERNS OF
FEATURES MAY BE GAGED SEPARATELY REGARDLESS OF DATUM
REFERENCES.
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Mouser Electronics
  

Authorized Distributor
 
  

Click to View Pricing, Inventory, Delivery & Lifecycle Information:
 
 
 
 Aptiv:   

  33341078

https://www.mouser.com/aptiv
https://www.mouser.com/access/?pn=33341078

