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A         LINE DRAWN THROUGH A PART NUMBER 
INDICATES THAT PHYSICAL PARTS ARE NOT AVAILABLE 
FOR ORDERING.

PART NUMBERS THAT DO NOT HAVE A LINE PRESENT INDICATE
THAT PHYSICAL PARTS ARE AVAILABLE FOR ORDERING.

CONTACT APTIV SALES TO ASSURE AVAILABILITY
OF PARTS.

DWG TYPE

VOLUME (CM3)

STYLE

DISTR CODE

ALL DIMENSIONS ARE IN

UNLESS OTHERWISE SPECIFIED

REFERENCE

DO NOT
SCALE

USE MATH
DATA

DIMENSIONAL RANGE (MM) CHART

TOLERANCE UNLESS OTHERWISE SPECIFIED

FROM
TO

ANGULAR TOLERANCE  

4.8 0.085 MAX

34.4 0.25

0.825 0.035
3.82 +0.1

-0.15

B1

THIS THICKNESS MUST BE MAINTAINED
FOR A MINIMUM OF 8.5 FROM THE
COINED EDGE OF BLADE

PROCESS SENSITIVE DIMENSION

DIMENSIONS ENCLOSED IN   INDICATE
REFERENCE DIMENSIONS AND NO TOLERANCE
LIMITS ARE ESTABLISHED

1

2 3

4
5

6

7

CONDUCTOR WINGS FOR
5 MM2 CABLE

INSULATION WINGS FOR 3.4 - 5.24
MAX INSULATION DIA

8

9

THIS WIDTH MUST BE MAINTAINED FOR 
A MINIMUM DISTANCE OF 7.5 FROM
COINED EDGE OF BLADE.

10

  NOTES

  1.  UNLESS OTHERWISE SPECIFIED AND/OR INDICATED:
      
        DIMENSIONS ARE TO FACE OF VIEW SHOWN AND 
        AUTOMATICALLY ROUNDED BY COMPUTER FOR INSPECTION
        (SEE MATH MODEL FOR PRECISE DIMENSIONS). FOR ALL 
        OTHER DIMENSIONS NOT SHOWN BUT REQUIRED FOR TOOL
        BUILD, SEE MATH MODEL FOR PRECISE TOOL PATH DATA.

  3.  REFERENCE MATING COMPONENTS OR EQUIVALENT:
      
           TERMINAL 13984307

* MAX0.25

STAMP "PXX" CABLE ID AND PLATING ID ON
UNDERSIDE IN THIS AREA WITH 1.3 HIGH CHARACTERS
PER NOTE #2. CHARACTERS MUST BE POSITIONED IN
DIRECTION SHOWN OR AT 180  TO DIRECTION SHOWN.
"PED" OPTIONAL FOR EXISTING TOOL.

12

13

  5.  VISIBLE CRACKS ARE NOT PERMISSIBLE. 

  4.  FOR TERMINALS PACKAGED & STORED IN THE APPROVED MANNER,
      TARNISH ON SILVER PLATED SURFACES WILL NOT AFFECT THE
      PERFORMANCE OF THE PART.

  6.  "*" DENOTES DIMENSIONS MADE AT CUT-OFF
      AND CRIMP DIE.

  7.  DO NOT PROBE, TEST OR OTHERWISE CONTACT THE INTERIOR REGION (THE
      SPRING OR ANY MOVING PART) OF THIS TERMINAL. SEVERE DAMAGE CAN
      OCCUR, COMPROMISING THE PERFORMANCE OF THE ELECTRICAL INTERFACE.

  2.  "PXX" INDICATES "P" PLUS LAST TWO DIGITS OF MAKE DIE 
      SERIES NUMBER (P01, P02, P03, ETC.).

35446698 01 AA 202 COPPER ALLOY 4-6 10 3.4-5.24 5.6
35446700 01 AA 201 COPPER ALLOY 4-6 10 3.4-5.24 5.6

SIZE (MM2) ID DIA
B1 0.4PART NO REV N/P TYPE MAT'L SPEC

CABLE

TYPE 201

TYPE 202
SAME AS TYPE 201
EXCEPT AS SHOWN

SCALE 5:1

29.9 0.15

14

A

0.2 A

INSPECT AT POINTS 3-4

15
16

1.22 0.15

17

2X TYP1 0.15

2X 18

DIMENSION MUST BE MAINTAINED
FOR A MINIMUM OF 8.5 FROM THE
COINED EDGE OF BLADE

CHAMFER MUST BE
FREE OF ANY BURRS

19

20

0.22 MAX
MUST BE MAINTAINED

FOR A MIN OF 7 MM FROM
COINED EDGE OF BLADE.

21

INSPECT AT POINTS 1-2

TERMINAL ALIGMENT & POSITION
AFTER CRIMP CRITICAL DIMENSIONS

1 2

3 4

1

TYPE 201

AFTER SINGULATION
DIMENSION MUST BE
MAINTAINED FOR A 
MIN OF 8.5MM FROM

THE COINED EDGE
OF BLADE

1.22 0.15

* MAX
AFTER SINGULATION
CUT OFF TAB DIM FROM
TIP OF TRMINAL TO BE
0.15 MAX WITH NO BURR
PERMISSIBLE

0.15

921
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SYMBOL DEFINITION

LAST NO.
USED    

TOTAL NO OF
INSPECTIONS
REQUIRED 23

A DIMENSION WITHOUT AN INSPECTION REPORT SYMBOL
    DOES NOT REQUIRE INSPECTION.  IT MAY BE
CONTROLLED ON THE INDIVIDUAL COMPONENT DRAWING.

MISSING SYMBOLS
11

TAXI TERM  M 4.8  AG  

35063078
A1x3 2 OF10:1 1 2

JESSICA GARCIA M. 19FE20
JESSICA GARCIA M. 19FE20
EDUARDO SOLANO 21FE20

SEE CHART

R -02

WARREN, OH

SUBSTANCES OF CONCERN AND RECYCLED
CONTENT PER APTIV 10949001

CONNECTION SYSTEMS

COPYRIGHT      APTIV. ALL RIGHTS RESERVED.

THIS DRAWING IS THE PROPERTY OF APTIV AND CONTAINS APTIV
CONFIDENTIAL INFORMATION. THE REPRODUCTION, DISTRIBUTION AND

UTILIZATION OF THIS DOCUMENT OR ITS RELATED CAD MATH DATA, AS WELL
AS COMMUNICATION OF ANY CONTENT TO OTHERS, WITHOUT EXPRESS

AUTHORIZATION, IS PROHIBITED.

2020

19FE20 R 01 -- ALL PARTS - RELEASED PART DRAWING 551033 JGM JGM LES

PART DRAWING

D
THIS DOCUMENT IS IN ACCORDANCE WITH ASME Y14.5M-1994
AS AMENDED BY THE GM GLOBAL DIMENSIONING AND
TOLERANCING ADDENDUM-2001.  SEPARATE PATTERNS OF
FEATURES MAY BE GAGED SEPARATELY REGARDLESS OF DATUM
REFERENCES.
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  8.  DIMENSION #23 MUST BE MAINTAINED AFTER CRIMP PROCESS.

15JL20 R 02 -- 35446698 & 35446700 - UPDATED PART
AVAILABILITY

552000 LGD JAA LES
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Mouser Electronics
  

Authorized Distributor
 
  

Click to View Pricing, Inventory, Delivery & Lifecycle Information:
 
 
 
 Aptiv:   

  35446700

https://www.mouser.com/aptiv
https://www.mouser.com/access/?pn=35446700

