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A         LINE DRAWN THROUGH A PART NUMBER 
INDICATES THAT PHYSICAL PARTS ARE NOT AVAILABLE 
FOR ORDERING.

PART NUMBERS THAT DO NOT HAVE A LINE PRESENT INDICATE
THAT PHYSICAL PARTS ARE AVAILABLE FOR ORDERING.

CONTACT APTIV SALES TO ASSURE AVAILABILITY
OF PARTS.

DWG TYPE

VOLUME (CM3)

STYLE

DISTR CODE

ALL DIMENSIONS ARE IN

UNLESS OTHERWISE SPECIFIED

REFERENCE

DO NOT
SCALE

USE MATH
DATA

H59003 AG

THIS DOCUMENT IS IN ACCORDANCE WITH ASME Y14.5M-1994
AS AMENDED BY THE GM GLOBAL DIMENSIONING AND
TOLERANCING ADDENDUM-2001.  SEPARATE PATTERNS OF
FEATURES MAY BE GAGED SEPARATELY REGARDLESS OF DATUM
REFERENCES.

THIRD ANGLE
PROJECTION

MILLIMETERS

LAST 5 DIGITS OF 8 DIGIT P/N
& PART CHANGE LEVEL (PCL) OR

LAST 6 DIGITS OF 10 DIGIT OR 
OF PDS P/N

MFG. DAILY DATE CODE & ASSY
MACHINE NO. LETTERING MUST
BE LEGIBLE

OPTIONAL

RETAINER - SEE CHART

6.05 0.4

40.1 0.75

1.3 0.4

A

A

SECTION A-A

A-1

SEE NOTE #8

AUXILIAR FRONT VIEW
TYPE B - SEALED (PARTIAL) ASSEMBLY

SEE NOTE #5 - SHIPPED WITHOUT MATT SEAL AND RETAINER

AUXILIAR FRONT VIEW
TYPE A - UNSEALED ASSEMBLY

TYPE A - SEALED ASSEMBLY

TYPE B
SAME AS TYPE A

EXCEPT AS SHOWN

TYPE D
SAME AS TYPE A

EXCEPT AS SHOWN

TYPE C
SAME AS TYPE A

EXCEPT AS SHOWN

CONNECTOR - SEE CHART

CPA - SEE CHART

CIRCUIT NO'S FOR 
REFERENCE ONLY
ENGRAVED 

LOCK PLR (PRE-STAGE) - SEE CHART

CONN SEAL - SEE CHART
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B SECTION B-B
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C SECTION C-C

13889843 01 AA A F030110 X N/A 54200431 33503579 54200442 33511959 54200459 33511960 54200461 15537512 54200440 15537508 - - 3 20 - 14 12 - 10 -
35040691 01 AA B - - N/A 54200435 13545750 54200442 33511959 54200459 33511960 54200428 15537499 54200440 15537508 54200003 15537297 3 20 - 10 ANY CIRCUITS
35040690 01 AA A - - N/A 54200431 33503579 54200442 33511959 54200459 33511960 54200428 15537499 54200440 15537508 54200003 15537297 3 -
33511446 01 AB D F915600 W N/A F525600 33503584 54200443 33503747 *55200444 33504656 *55200439 15537433 55200438 15537435 - - 4

20 - 14 ANY CIRCUIT

-
33511442 01 AB C F815600 W N/A F425600 33503585 54200443 33503747 *55200444 33504656 *55200439 15537433 55200438 15537435 - - 4 -
13979448 01 AB B F715600 W N/A F325600 33503583 54200443 33503747 *55200444 33504656 *55200439 15537433 55200438 15537435 - - 4 -
33511428 01 AB A 55200445 W N/A 55200442 33503582 54200443 33503747 *55200444 33504656 *55200439 15537433 55200438 15537435 - - 4 -
33511447 02 AB D 54200412N X N/A 54200434 33503581 54200442 33511959 54200459 33511960 54200458 33504637 54200440 15537508 - - 3

20 - 10 ANY CIRCUIT

-
33511444 02 AB C 54200411N X N/A 54200433 33503580 54200442 33511959 54200459 33511960 54200458 33504637 54200440 15537508 - - 3 -
33511437 02 AB B 54200410N X N/A 54200435 13545750 54200442 33511959 54200459 33511960 54200458 33504637 54200440 15537508 - - 3 -
33234243 01 AC A - - GM 13507647 54200431 33503579 54200442 33511959 54200459 33511960 C17019-U 33185280 54200440 15537508 - - 3 -
13723691 02 AB A 54200409N X N/A 54200431 33503579 54200442 33511959 54200459 33511960 54200458 33504637 54200440 15537508 - - 3 -
33511509 02 AA A F512310 X N/A 54200431 33503579 54200442 33511959 54200459 33511960 54200458 33504637 54200440 15537508 - - 3

PLUG
X

33511441 02 AA B 54200450N X N/A 54200435 13545750 54200442 33511959 54200459 33511960 54200458 33504637 54200440 15537508 - - 3 X
33511439 02 AA B 54200447N X C 04801217AA 54200435 13545750 54200442 33511959 54200449 33504636 - - - - - - 3 SEE NOTE #5 -
13860248 01 AB A F333900 X N/A 54200431 33503579 54200442 33511959 54200459 33511960 54200461 15537512 54200440 15537508 54200003 15537297 3 20 - 14 12 - 10 -
33234266 01 AA A - - GM 13507648 54200431 33503579 54200442 33511959 54200459 33511960 C17019-U 33185280 54200440 15537508 54200006 15543047 3 -
13755420 02 AA D 54200412 X C 04707264 54200434 33503581 54200442 33511959 54200459 33511960 C17019-U 33185280 54200440 15537508 54200003 15537297 3

20 - 10 ANY CIRCUITS

-
13854439 02 AA C 54200411 X C 04707263 54200433 33503580 54200442 33511959 54200459 33511960 C17019-U 33185280 54200440 15537508 54200003 15537297 3 -
33243061 01 AA B - - F 4L3T-14A464-AB 54200435 13545750 54200442 33511959 54200459 33511960 C17019-U 33185280 54200440 15537508 54200003 15537297 3 -
15324787 02 AA B 54200410 X C 04707256 54200435 13545750 54200442 33511959 54200459 33511960 C17019-U 33185280 54200440 15537508 54200003 15537297 3 -
33234267 01 AA A - - F FU5T-14A464-JAB / GM 13507649 54200431 33503579 54200442 33511959 54200459 33511960 C17019-U 33185280 54200440 15537508 54200003 15537297 3 -
15425692 02 AA A 54200409 U C 04707262 54200431 33503579 54200442 33511959 54200459 33511960 C17019-U 33185280 54200440 15537508 54200003 15537297 3 -
33511440 01 AA B 54200450 U C 04707510 54200435 13545750 54200442 33511959 54200459 33511960 54200458 33504637 54200440 15537508 54200003 15537297 3 PLUG X
33500098 01 AA D 54200404 U C 56038053 54200434 33503581 54200442 33511959 - - - - - - 54200003 15537297 3 -
33500097 01 AA C 54200403 U C 56038193 54200433 33503580 54200442 33511959 - - - - - - 54200003 15537297 3

20 - 10 ANY CIRCUIT

-
33517234 01 AA A 54200400 U C 56038052 54200431 33503579 54200442 33511959 - - - - - - 54200003 15537297 3 -
33500340 01 AA B 54200402N U C 04688849 54200435 13545750 54200442 33511959 - - - - - - 54200003 15537297 3 -
33511448 01 AA D 54200404N U N/A 54200434 33503581 54200442 33511959 - - - - - - - - 3 -
33511445 01 AA C 54200403N U N/A 54200433 33503580 54200442 33511959 - - - - - - - - 3 -
33511433 01 AA A 54200400N U N/A 54200431 33503579 54200442 33511959 - - - - - - - - 3 -
PART NO REV N/P TYPE PART NO PCL PART NO PART NO PART NO PART NO PART NO PART NO PART NO PART NO PART NO PART NO PART NO PART NO PART NO

TEMP
CLASS

1 2 3 4
PLUGAPTIV MVL CUSTOMER MVL APTIV MVL APTIV MVL APTIV MVL APTIV MVL APTIV MVL APTIV

WIRE GAGE CIRCUITS NO
ASSEMBLY CONN F LOCK PLR CONN SEAL MATT SEAL RETAINER CPA

DIMENSIONAL RANGE (MM)
FROM

TO
TOLERANCE UNLESS OTHERWISE SPECIFIED

CHART
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PROCESS SENSITIVE DIMENSION

DIMENSIONS ENCLOSED IN   INDICATE
REFERENCE DIMENSIONS AND NO TOLERANCE
LIMITS ARE ESTABLISHED

 13.  FORD PART NUMBER ARE LISTED FOR REFERENCE, PARTS ARE PPAP'D TO
      FORD 4L3T-14A464-AA DWG.

 11.  MVL P/N WITH SUFFIX "N" DESIGNATES ASSEMBLIES WITHOUT CPA.

 15.  THIS PRODUCT IS NOT CATEGORIZED AS AN APPEARANCE ITEM, MINOR
      IMPERFECTIONS INCLUDING, BUT NOT LIMITED TO, FLOW MARKS, COLOR
      BLEMISHES, GATE VESTIGE, AND SOFT FLASH THAT DO NOT AFFECT THE
      FIT, FORM, OR FUNCTION OF THE PART ARE PERMISSIBLE PER EANP_4-3_CS_01_EN.

  6.  TEST METHOD PER SAE/USCAR-2 REV. 6, CONNECTOR ENGAGE & DISENGAGE 
      WITH LATCH DEPRESSED FORCE NOT TO EXCEED 75N FOR THIS SYSTEM.
          
           CPA SEATING FORCES - 40N MAX
           PLR SEATING FORCES - 100N MAX

 14.  MVL SUPPLIER CODE: 52772 OR 52772H.

  7.  SUPPLIER, MOLD & CAVITY I.D. MUST BE LEGIBLE

  8.  ANNUAL QUALITY REQUIREMENTS:

      IT IS PERMISSIBLE TO PERFORM CONTINOUS CONFORMANCE PER MVL
      SPECIFICATION #AQA-001 INSTEAD OF ANNUAL LAYOUT & ANNUAL PV
      REQUIREMENTS OF QS-9000 SECTION 2 & PF-9600.
     
      ALL NON-REFERENCE DIMENSIONS ARE REQUIRED
      
      -USE INDEX A, BLACK SEALED AND UNSEALED FOR ALL AFFECTED
       INSULATOR CAVITIES.
      -CURRENT PRODUCTION TOOLING.
      -POINT OF LAST RUN.

      SERVICE TOOLING GUIDE PER APEX TRAINING MANUAL.

  9.  MUST CONFORM TO THE FOLLOWING CHRYSLER / YNA STANDARDS:

      PF-9600 PERFORMANCE (CHRYSLER) EXCEPT AS NOTED ABOVE
      PS-7300 QUALITY ASSURANCE (CHRYSLER)
      PS-4480-CEK-4 (CHRYSLER) PART I.D. (G-009-2 YNA)
      PS-9065 REGRIND (CHRYSLER), (G-009-3 YNA)
      PS-9227 DATA EXCHANGE (CHRYSLER), (G-009-7 YNA)
      PS-10052 INFORMATION SECURITY (CHRYSLER)

 12.  * SEALS BAKED AT 450 F FOR 5 HOURS DURING CONTINUOUSLY INTRODUCED FRESH AIR
      TO DRIVE OFF VOLATILES.

 10.  THIS DRAWING (MVL PN H59003 / DPN 15324795) REPLACES CHRYSLER DRAWING NUMBER 
      04707254 LEVEL "R" CHRYSLER DRAWING IS FOR REFERENCE ONLY.

  2.  ENGINEERING APPROVAL OF SUPPLIER SAMPLES IS REQUIRED
      PRIOR TO AUTHORIZATION OF PART PRODUCTION.

 16.  FOR APPLICATION DATA SEE THE INDIVIDUAL APPLICATION DRAWINGS.

  NOTES

  1.  UNLESS OTHERWISE SPECIFIED AND/OR INDICATED:
      
        DIMENSIONS ARE TO FACE OF VIEW SHOWN AND 
        AUTOMATICALLY ROUNDED BY COMPUTER FOR INSPECTION
        (SEE MATH MODEL FOR PRECISE DIMENSIONS). FOR ALL 
        OTHER DIMENSIONS NOT SHOWN BUT REQUIRED FOR TOOL
        BUILD, SEE MATH MODEL FOR PRECISE TOOL PATH DATA.

  4.  WIRING FABRICATORS MUST PURCHASE FROM SOURCES SHOWN.

  3.  CHANGES IN DESIGN COMPOSITION OR PROCESSING FROM THE PART
      PREVIOUSLY APPROVED FOR PART PRODUCTION REQUIRES PRIOR
      ENGINEERING APPROVAL.

AUXILIAR FRONT VIEW
TYPE A - MATT SEAL W/O HOLES

22.2

PART DRAWING

D

R 01 -- REPLACED CHRYSLER COMPONENTS P/N'S WITH 
DPN'S; 33500099 WAS PE106086, 33517234
WAS PE127111, 15537535 WAS 33511421,
15537531 WAS PE123208; RELOCATED
ASSEMBLY P/N CHARTS AND INSULATOR VIEWS
ON SHEET 2; ADDED TO UNCROWD; SUPPLIER
CODE MOVED IN NOTES

422555 CGD VRG VRG

  5.  MUST BE USED WITH FLUOROSILICONE END SEAL MVL 54200430/ DPN 15537508
      RETAINER & PROPER GAGE TEFLON WIRES FOR METHANOL OR DIESEL
      FUEL APPLICATION.

"H" DESIGNATES TEMP
CLASS 4 PART

29.6

AUXILIAR VIEW
TYPE A - CONNECTOR VIEW

FOR REFERENCE ONLY
(SEE DIM "A" ON TAXI PART NO

33519332/C17001-CUST)

1

17JA14

42858854200428 DPN 15537499, 54200461 DPN 
15537512 & 54200469 DPN 15537515 END 
SEALS REPLACED BY DPN 33185280 WAS 
C17019-U EXPERIMENTAL; 54200409 DPN 
15425692 REPLACED 54200421 DPN 15518494,
54200467 DPN 33511431, F333900 DPN 
13860248 & F398500 DPN 33511429;
54200409N DPN 13723691 REPLACED 54200421N
DPN 33511430, 54200467N DPN 33511432
& F030110 DPN 13889843; 54200410 DPN
15324787 REPLACED 54200422 DPN 13530382,
54200495 DPN 33511435 & 54200480 DPN
33511434; 54200410N DPN 33511437 REPLACED
54200422N DPN 33511438 & 54200480N DPN
33511436; 54200411 DPN 13854439 REPLACED
55200428 DPN 33511443; NOTES REVISED &
ASSEMBLY P/N CHARTS UPDATED GM P/N'S
13580766, 13583477 AND 13586744 REMOVED;
MVL P/N F851310 AND DELPHI P/N 13949247 
REMOVED; ADDED DELPHI P/N'S 33234243, 
33234266 AND 33234269; ADDED GM P/N'S
13507647, 13507648 AND 13507649

R 02 --17AP15 RAK SSS SSS

CORRECTED TYPE ON DPN; 33234267 WAS
33234269; ADDED FORD PN FU5T-14A464-JAB
FOR DPN 33234267 DPN 13860248 RESTORED
WITH 54200461 END SEAL AND WIRE GAGE 
CALLOUT 4L3T-14A464-AB WAS 4L3T-14464-AA

43054822SE15 R 03 -- RRR RRR LMV

DUPLICATED ENTRY OF *15537433 REMOVED; 
P/N 138602248 COLUMN RELOCATED WITH CPA
PART NUMBERS BLOCK, DRAFTING ERROR
CORRECTED, CPA 15537297 RESTORED FOR P/N
33243061 VIEWS RE-ALIGNED AND WIRE GAGE 
CHART CORRECTED FOR 33234266

43095207MR16 R 04 -- SM SM LMV

21SE16 R 05 -- 33234243 - CORRECTED DPN SUBCOMPONENT
33511959 WAS 33503582, SEE SHEET #2

434048 ORA LMV LMV

R 06 -- 33234266 AND 33511434 - OBSOLETE, SEE
SHEET #2

434473 ORA LMV LMV21DE16

MATT SEAL - SEE CHART

1

2

3

4

5

6

SYMBOL DEFINITION

LAST NO.
USED    

TOTAL NO OF
INSPECTIONS
REQUIRED 6

A DIMENSION WITHOUT AN INSPECTION REPORT SYMBOL
    DOES NOT REQUIRE INSPECTION.  IT MAY BE
CONTROLLED ON THE INDIVIDUAL COMPONENT DRAWING.

N/A

05MR17 R 07 -- 35040690-91 - RELEASED 435253 ABH CGD LMV

K F/F CHECKPOINTS

PTS

K

KEY PRODUCT CHARACTERISTICS

TOTAL ON
DRAWING

RATIONALE

FIT/FUNCTIONSAFETY/COMPLIANCE

NO & TYPE ZONE

S/C CHECKPOINTS

DESCRIPTION

LAST NO.
USED

1

1

1 FF WIDTH CONN F25

32.6
6

MISSING SYMBOLS

NO MISSING SYMBOL
NUMBER

 17.  ALL THE SEALED CONNECTOR APPLICATIONS MUST BE USED WITH CHRYSLER WIRE SPEC.
      MS-8288 OR MS-9502 THIN WALL X-LINK 20,18,16,14,12 & 10 GAGE WIRES ONLY
      UNLESS OTHERWISE SPECIFIED. SEE CHART (WIRE INSULATIONS 1.70 TO 4.09)
      METRIC EQUIVALENTS PERMISSIBLE.

 18.  ALL NON-SEALED APPLICATIONS MAY BE USED WITH ANY WIRE INSULATION 22 GAGE
      THROUGH 10 GAGE (EXCEPT AS NOTED) PROVIDING THAT A TERMINAL GRIP FOR THAT
      CORE/INSULATION CONVINATION IS SHOWN ON THE FEMALE TERMINAL DRAWING.

 19.  QUALITY ASSURANCE REQUIREMENTS PER CHRYSLER PS-7300: 1
      SPC DATA REQUIRED

13723691,33234243,33511437,33511444 AND
33511447 - CORRECTED MATT SEAL MVL PN
WAS C17019-U

24AP18 R 08 -- 439612 CGD CGD LMV

10OC18 R 09 -- 33234243 - MATT SEAL WAS 33504637;
33511442,46,28,13979448 - PLR 
WAS 33511959

441252 AHG AHG LMV

02MY19 R 10 -- 13860248 - ADDED CPA TO BOM CHART;
13889843 - REINSTATED 

443112 JGO LMV LMV
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