
■ External Dimensions 

PAN14 
Weight:37.8g 

a=11.5mm Unit：ｍｍ 

4-15º
Terminal Drawing 

■ Reference Characteristics

Model 

Voltage No Load 
Rated Load 

Rated Load 
Starting Torque 

Starting 
Current 

Operating Rated Speed Current Speed Current 

（Ｖ） （Ｖ） (min-1) (mA) (g ・f cm) (mN・m) (min-1) (mA) (g・f cm) (mN・m) (mA) 

PAN14EE12AC 9 to 16 12.0 10359 73 50.0 4.9 7533 553 183.3 18.0 1834 

PAN14EE12AA1 9 to 14.5 12.0 14974 116 50.0 4.9 12850 792 352.4 34.5 4878 

■ Torque Characteristics 

I (mA) N (min-1) PAN14EE12AC P (W) Eff (%) I (mA) N (min-1) PAN14EE12AA1 P (W) Eff (%) 
5000 20000 at 12V 10 100 10000 20000 at 12V 20 100 

4500 18000 9 90 9000 18000 18 90 

4000 16000 8 80 8000 16000 16 80 

3500 14000 7 70 7000 14000 14 70 

3000 12000 6 60 6000 12000 12 60 

2500 10000 5 50 5000 10000 10 50 

2000 8000 4 40 4000 8000 8 40 

1500 6000 3 30 3000 6000 6 30 

1000 4000 2 20 2000 4000 4 20 

500 2000 1 10 1000 2000 2 10 

0 0 0 0 
0 2 4 6 8 10  12  14  16  18 20 

TORQUE (mN ・m) 

0 0 0 0 
0 5 10  15  20  25  30  35  40  45 50 

TORQUE (mN ・m) 

21 

1.5 30.5 3

9 

a 

3

29 

18.3 10.4±0.1 
2-0.8±0.05
2-2.6±0.1

2-0.6

φ
24

.2
 φ
6.

15
 

φ
2 1.
5 

φ
8.  

10
.6

 

Te
rm

in
al

 P
itc

h 
1 

2-
5.

2±
0.

1 



Mouser Electronics
  

Authorized Distributor
 
  

Click to View Pricing, Inventory, Delivery & Lifecycle Information:
 
 
 
 MinebeaMitsumi:   

  PAN14EE12AA1

https://www.mouser.com/
https://www.mouser.com/access/?pn=PAN14EE12AA1

	4-15º
	PAN14EE12AC
	PAN14EE12AA1
	TORQUE (mN ・m)
	TORQUE (mN ・m)


