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REV. ECN NO. DATE SIGN DESCRIPTION

A 2019/05/22 Gill Lai 02版轉A版

Recommend Panel Cut Out

Note:
*   Important Dimension To Check
* Waterproof Rate: IP68, Unmated.
  In 1 meter water within 24 hours
* Housing: Thermoplasic, Black.
* Pin: Copper Alloy, Gold Plated.
* Nut: Thermoplastic, Blck.
* Gasket: Rubber, Gray.
* Use Without Waterproof Cap
  Panel Thickness Max: 4.0mm
* Use With Waterproof Cap
  Panel Thickness Max: 3.0mm
* For PCB Thickness Max. 2.0mm
* Nut are packed separeately in Zipper bags.

3 1O-Ring Housing

White Printing

Pin Assignments
Front View

9/16" - 24 UNS
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2PIN 3PIN 4PIN 5PIN 6PIN 8PIN

AD-02PMMP-QC8001 AD-03PMMP-QC8001 AD-04PMMP-QC8001 AD-05PMMP-QC8001 AU-06PMMP-QC8001 AU-08PMMP-QC8001

AX - XX P M M P - Q C 8 001
(AU)2A
(AD)5A

02: 2Pin
03: 3Pin
04: 4Pin
05: 5Pin
06: 6Pin
08: 8Pin

P: Front Fastened

M: Male Connector 

M: Male Pin 

8: IP68

C: Circular

Q: Push Lock

P: PCB Type

2 Nut

Option

Recommended PCB Layout
Tolerance   �#�0.05
     ANGLES �#�1°

Option



Mouser Electronics
  

Authorized Distributor
 
  

Click to View Pricing, Inventory, Delivery & Lifecycle Information:
 
 
 
 Amphenol:   

  AD-04PMMP-QC8001  AD-05PMMP-QC8001  AU-06PMMP-QC8001  AU-08PMMP-QC8001

https://www.mouser.com/amphenol-ltw
https://www.mouser.com/access/?pn=AD-04PMMP-QC8001
https://www.mouser.com/access/?pn=AD-05PMMP-QC8001
https://www.mouser.com/access/?pn=AU-06PMMP-QC8001
https://www.mouser.com/access/?pn=AU-08PMMP-QC8001
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