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Diagrams
Interactive Diagram [ pass over the diagram with the cursor to learn more about the features ]

Parametrics

Parametrics SAL-TC397XP-256F300S BC

# of cores / lockstep cores 6/4

A/D Input Lines 78

ASIL/SIL support ASIL-D/ SIL-3

CAN Nodes 12

Clock Frequency 300.0 MHz

DMA Channels 128

DSP Functionality Yes

External Bus Interface no

FlexRay 2

Floating Point Unit yes

Hardware Accelerator no

I/O Operation Voltages   min  max 3.3 V   5.0 V

LIN 12.0 

Number of ADC Modules 18.0 

On-chip Clock Generation yes

On-chip Voltage Regulator yes

Oscillator Watchdog yes

Program Memory 16.0 MByte

SPI 6.0 

SRAM (incl. Cache) 2816.0 kByte

Temperature -40°C to 150°C

Type of Memory Flash

Watchdog Timer yes

eMMC yes
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Order

Sales Product Name SAL-TC397XP-256F300S BC

OPN TC397XP256F300SBCLXUMA1

Product Status active and preferred

Package name

Order online

Completely lead free yes

Halogen free yes

RoHS compliant yes

Packing Size 1000

Packing Type TAPE & REEL

Moisture Level 3

Moisture Packing DRY

Boards
5 out of 15 boards

Image Description

Microcontroller This basic 3.3V TC397 Application Kit
offers limited access to signals, for early
evaluation purposes. An additional
touchscreen display offers convenient
handling.

active
and
preferred

Microcontroller This basic 5V TC397 Application Kit
offers limited access to signals, for early
evaluation purposes. An additional
touchscreen display offers convenient
handling.

active
and
preferred

Microcontroller The standard AURIX™ 2G TriBoard
TC375 5V evaluation board, has a
TC375TP mounted directly on the board
and enables customers to quickly start
to develop, evaluate and test their
software.

active
and
preferred

Microcontroller This AURIX™ 2G TC377TX 3.3V
evaluation board, has a 2 x Gigabit
Ethernet interface for added
connectivity, and enables customers to
quickly develop, evaluate and test their
software. The TC377TX device is
mounted on a socket so that it can be
easily changed, making it particularily
suitable for early project development.

active
and
preferred

Microcontroller This basic 5V TC377 Application Kit
offers limited access to signals, for early
evaluation purposes. An additional
touchscreen display offers convenient
handling.

active
and
preferred
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TriCore™ Development Tools
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Powerful next-generation AURIX™ TC3xx system architecture
 

Description 

Infineon releases its second generation AURIX microcontroller in embedded flash 40 nm technology. It
comes back with an increase in performance, memory sizes, connectivity and more scalability to address
the new automotive trends and challenges. This family has more than 20 products to provide the most
scalable portfolio of safety microcontrol ler. In terms of performance, the highest end product  
offers 6 cores running at 300 MHz and up to 6.9 MBytes embedded RAM, and consuming below 2 W. Its
mirrored embedded flash banks offers A/B swap capabilities.
 
Key features: 

6 TriCore running at 300 MHz (with 4 additional checker cores delivering 4000 DMIPS)

Supporting floating point and fix point with all cores

16 MB flash/ ECC protection

2.9 MB SRAM/ ECC protection

12x CAN FD, 2x , 12x LINs, 4x , 2x I²C, 25x , 6x PSI, 2x , 4x , 1x eMMC/SDIO

Redundant and diverse timer modules (  ,  ,  )

EVITA Full HSM (ECC256 and SHA2)

PG-  package

ISO 26262 ASIL-D support 

 4.2 support

Single voltage supply 5 V or 3.3 V

Temperature -40°C to 150°C

System benefits :

Best-in-class performance enabling ASIL-D designs

Downward scalable to lower cost AURIX TC3xx microcontrollers

A/B swap software update over the air support

Easy migration from AURIX first generation thanks to the software and hardware compatibility

 

Applications:

Industrial applications:

    (advised for this product)

Safety applications:

     (advised for this product)

 

  

 (advised for this product)

    

 

 

Connectivity Applications: 

  

  

Transportation applications:

  

 

 Powertrain applications:

   

 

  

 (H)EV applications:

(H)EV battery management system 

Designers who used this product also designed with

TC39x

1 Gbit Ethernet

FlexRay QSPI SENT HSSL MSC

GTM CCU6 GPT12

LFBGA-292

AUTOSAR

Industrial robots

Solar panels 

Wind turbine inverters 

IO controller 

Servo drives 

Elevators 

Inverters 

Air bag System  

Chassis domain control  

Braking 

Pixel lighting

Scable EPS solution    

Full feature sensor fusion 

Multi-purpose camera 

Active suspension control system 

Automotive 24 GHz radar system

Highly integrated automotive 77 GHz radar
chipset 

Sensor fusions 

Wireless Charging Solution

Advanced gateway architecture 

Telematic Control unit and V2X 

High-feature Body Domain Control unit 

Commercial and Agricultural Vehicles (CAV) 

CAV 24 GHz radar 

Commercial and Agricultural Vehicles (CAV) 

Drones/Multicopters 

Transfercase 

Gasoline multi-port injection – discrete
solution 

Gasoline direct injection 

Driving Domain Controller (DDC)

Automatic transmission – hydraulic control 

Double-clutch transmission – hydraulic
control  

Double-clutch transmission – electrical control 

48V micro-hybrid

EV charging station 

(H)EV main inverter

DC-DC Converter 

  |   
Automotive CAN

Transceivers

TLE9252VLC 
  |   

AURIX™ Family – TC297TA

(ADAS)

SAK-TC297TA-
128F300N BC 

  |  
OPTIREG™ PMIC

(Automotive)

TLF35584QVVS2    |   
Automotive CAN

Transceivers

TLE9251SJ 

    

Documents

Product naming Aurix™
Tc3xx family

NEW! Automotive
application guide. We
make cars clean, safe
and smart.
01_00 | Dec 12, 2018 |
PDF | 10.73 mb



Product Brochure New
TriCore™ Family
01_00 | Aug 07, 2019 |
PDF | 11.16 mb


Microcontroller Pocket
Guide
01_01 | Aug 21, 2019 |
PDF | 5.14 mb


TriCore™
300 MHz

 DSP functionality

Single voltage
 supply 5 V or 3.3

Safe DMA
channels 128

EVITA Full HSM
(ECC256 and SHA2)

5V/3,3 V EVR,
8-bit SCR

ISO26262 –ASIL-D
IEC61508 –SIL3

Ambient temperature
 range 

-40...+125°C

Package
LFBGA-292

AUTOSAR
 4.2 support

I/O 3.3 V CMOS
 5V input on ADC pins

TIMER/PWM

Communication

Memory Analog

1x GPT126x STM 1x CCU6

 4xQSPI12x CAN FD

25xSENT

 6912 KB RAM
ECC protection

 16 MB  flash
ECC protection 76x ADC channels

2xFlexRay 1x Gbit
Ethernet

4x MSC2xHSSL

6xPSI 2xI²C

12xASCLIN

GTM

1xeMMCEBU

TM

+

Application Notes+
Product Brochure+
Application Brochure+
Product Selection Guide+
Presentations+

PG-LFBGA-292

Board  Family  Status 

KIT_A2G_TC397_3V3_TFT NEW

Buy online

KIT_A2G_TC397_5V_TFT NEW

Buy online

KIT_A2G_TC375_5V_TRB NEW

Buy online

KIT_A2G_TC377TX_3V3_TR_S NEW

Buy online

KIT_A2G_TC377_5V_TFT NEW

Buy online

Show all boards

AURIX™ Development Studio+
Free TriCore™ Tools+
Simulation / Modelling+
Software Automation / Autocode Generation+
Operating Systems / Middleware+
Compiler Tool Chains+
Timing & Program Analysis+
Debugger, Test and Verification Systems+
Flash Programmers+
Calibration / Data Measurement / Rapid Prototyping+
Access to MCAL Driver+
Embedded Software+

Software+

Online Trainings / eLearning+
Expert classroom trainings for Infineon Microcontrollers+
Quick Trainings+
Expert Trainings+

Search the FAQs! Enter your search terms... 

XC800 8-Bit Microcontroller Family
- programming the flash in…
backend
Please tell us your e-mail address,
then we will send you a request-form
for your inquiry.
This will speed up an answer from our
technical product support.…

+ Read more

Dave Download Problem

It may happen that the email server of
your provider declines the reception
of Infineon community messages as
spam due to their spam filter setting.
…

+ Read more

Memtool - support and licences

We are not able to provide official
support for MemTool, because it is
free of charge and not related to a
specific product. For this reason we
cannot license the distribution… tools

+ Read more

Meaning of Grade A behind the
Step Code at Microcontrollers

The Grade A marking shows that the
microcontroller can access internal
flash with one wait state only.
By comparison, the industry standar…

+ Read more

Technical Support

In order to enable us to process your
inquiry as efficiently as possible and
ensure your case is duly reported, we
kindly ask you to submit your request
via the following support form:…

+ Read more

Tire Pressure Monitoring Product

If your inquiry concerns SP27/37
products, please send us your request
via the online support form at:
https://www.infineon.com/tac
… https://www.infineon.com/tpms

+ Read more

Usage of this website is subject to our Usage Terms Imprint Contact Privacy Policy Glossary

Switch to Mobile Version

 

Search 

Products Applications Tools About Infineon Discoveries Careers

Newsletter Contact Where to Buy English myInfineon Cart

In order to optimize your browsing experience Infineon uses cookies. You agree to the usage of cookies when you continue browsing this site. For more
information regarding cookies and the processing of your personal data please read our .Privacy Policy

OK

HiQPdf Free Limited Version 01/02/2020



Mouser Electronics
  

Authorized Distributor
 
  

Click to View Pricing, Inventory, Delivery & Lifecycle Information:
 
 
 
 Infineon:   

  TC397XP256F300SBCLXUMA1

https://www.mouser.com/infineon
https://www.mouser.com/access/?pn=TC397XP256F300SBCLXUMA1

