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Available from Mouser Electronics
1-800-346-6873 / www.mouser.com

Specifications are subject to change without notice.   No liability or warranty implied by this information.   Environmental compliance based on producer documentation.

RCA Phono Jacks
161-6071G-E , 161-6072R-E

 
161-6073W-E , 161-6074Y-E

KC-301475

Date Last Revised:  4/15/19

SPECIFICATIONS:

•  Contact Resistance :  30mΩ max 
•  Insulation Resistance :  100MΩ min.at DC500V 
•  Dielectric Withstand Voltage : AC 500V for one minute  

Note:
•  RoHS Compliant

Dimensions : mm 

Mouser Stock No Color

161-6071G-E 

161-6072R-E 

161-6073W-E 

161-6074Y-E 

Black

Red

White

Yellow
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Click to View Pricing, Inventory, Delivery & Lifecycle Information:
 
 
 
 Kobiconn:   

  161-6072R-E  161-6074Y-E  161-6073W-E  161-6071G-E

https://www.mouser.com/
https://www.mouser.com/access/?pn=161-6072R-E
https://www.mouser.com/access/?pn=161-6074Y-E
https://www.mouser.com/access/?pn=161-6073W-E
https://www.mouser.com/access/?pn=161-6071G-E

