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DC POWER CONNECTORS: KLDX Plug Series
DC Power Plug

Product Features
To be used with 2.0mm and 2.5mm Jacks
Available as Assembly Type or For Overmolding
Available Locking and non Locking Type
Tuning Fork Design

KLDX-PA-0202-x-LT
Assembly type,Locking  KLDX-PA-0202-A

Assembly type,Non Locking

Series
KLDX-PA-0202  - DC Power Plug Assembly Type

Diameter
A - For 2.0mm Jack
B - For 2.5mm Jack

Type
Blank - Standard Type (Non Locking)
LT - Locking Type

KLDX-PA-0202
Dimensions in mm
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Contact Kycon for Custom Cable Options
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http://domino2.kycon.com/WebScript.nsf/partSearchDXLxsltNF?OpenAgent&Start=1&Count=20&Keyfield=part_id&Query=KLDX-P
http://domino2.kycon.com/WebScript.nsf/partSearchDXLxsltNF?OpenAgent&xslF=WebPartSrchCerts3d1.xsl&Start=1&Count=10&Keyfield=part_id&Query=KLDX-P
http://domino2.kycon.com/website/Products/DCPower/dcpower.html
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 Kycon:   

  KLDX-PA-0202-A-LT  KLDX-PA-0202-B-LT

https://www.mouser.com/kycon
https://www.mouser.com/access/?pn=KLDX-PA-0202-A-LT
https://www.mouser.com/access/?pn=KLDX-PA-0202-B-LT

