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NOTES:

1. MATERIAL:
    BODY - ALUMINUM, TIN PLATED
    SCREW - ALUMINUM, TIN PLATED

2. UL LISTED & CSA CERTIFIED FOR USE UP TO 600V &
    TEMPERATURE RATED 90 C (AL9CU)

3. DUAL RATED FOR USE WITH COPPER OR ALUMINUM
    STRANDED CODE CONDUCTOR

4. THESE PARTS ARE RoHS COMPLIANT

5. USE OF OXIDE INHIBITING JOINT COMPOUND LIKE
    PANDUIT CMP-100 RECOMMENDED FOR PAD TO PAD
    AND CONDUCTOR SURFACES

6. SEE PACKAGING LABEL FOR TIGHTENING TORQUE
    INFORMATION

7. PKG QTY:
    1 =1

8. ** DENOTES NEMA HOLE SPACING

* HEX SIZE MAY DIFFER FROM CHART.  DIFFERENCE IN SIZE WILL NOT AFFECT FIT, FORM, OR FUNCTION OF PART

LAM4D, LAM4LD SERIES ALUMINUM MECHANICAL LUGS
CUSTOMER DRAWING
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REVISED G DIMENSION FOR LAM4D250-12-1Y:  4.00 WAS 4.04
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