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UNLESS OTHERWISE
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DO NOT SCALE

MIN. I.L. PER MIL-STD-220 AT 25°C NO LOAD
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[MILLIMETERS]

NOTES:
1. SUGGESTED MOUNTING HOLE = Ø.191[4.86]
2. PREFORM 23-0007-6900 SHOULD BE SHIPPED

WITH PART

Description
SPECTRUM CONTROL INC.

DATE 05-10-07

CODE IDENT. NUMBER
ANGLES ±

0LSP2

0° 30'
J. Kraus

SHEET  1  OF  1

ENGR.

.015
.010

.030

TOLERANCES UNLESS
OTHERWISE SPECIFIED
DECIMAL .X ±
DECIMAL .XX ±
DECIMAL .XXX ±

P. WellsDWN. FT
CERAMIC FILTER

54794010X5R471M

FAIRVIEW
PENNSYLVANIA

54794010X5R471M
PART:  NONE

MARKING:

BAG: 
DATE CODE

QTY./BAG (200 MAX.)
QTY./BAG (200 MAX.)

SCHEMATIC

10 GHz

1 GHz

N/A

N/A

SILVER

125°C 500 VDC MAX.
85°C        VDC MAX.

-55°C TO +125°C

25 AMP MAX.

470pF ± 20%

.01ohms MAX.

FREQ. MHz
1

10

100 N/A

N/A

N/A
I.L. (db)

SILVER

.343±.030 [8.71±.76]

.328±.030 [8.33±.76]

.093 [2.36]

.093 [2.36]

.062±.050 [1.57±1.27]

.093 [2.36]

Ø.281 [7.14]

.036 [0.91]

.050±.010 [1.27±.25]

MOUNTING SURFACE

.190 [4.83] MAX.
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