AVERY DENNISON MARKETING SPECIFICATION

NOTE: THESE CABLE TIES ARE PLENUM RATED AND HAVE A FLAMMABILITY RATING OF V-2

APPROVALS: ENG. APPR. Q.A. APPR.

SPECIFIED TOLERANCES ARE:

- XX ± .03 INCHES
- XXX ± .010 INCHES
- XX ± .25 mm
- ANGULAR: ± 2°

MATERIAL: NYLON 6/6
COLOR: NATURAL

DESCRIPTION: 15" CABLE TIE, STANDARD
STOCK NO.: 10036-0

LOOP TENSILE STRENGTH: 50 LBF/220 N MIN. PER AS-23190
MILITARY STANDARD: MS-3357-2-9
OPERATING TEMP RANGE: -40°F (-40°C) TO 185°F (85°C)
MIN. INSTALLATION TEMP: 32°F (0°C)
WEIGHT: 2.35 g / (0.080 oz)
BUNDLE DIAMETER: ∅ 1.6 mm TO ∅ 10.16 mm (0.06" - .40")
TOOL: 1200T-3 - HAND TOOL
12500-3 - PNEUMATIC TOOLS
TOOL TENSION SETTING: 6-8
PACKAGING: 500/BAG, 5000/CASE

HISTORY

<table>
<thead>
<tr>
<th>REV.</th>
<th>DATE</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>C</td>
<td>1.30.15</td>
<td>REDRAWN IN NEW FORMAT, ADDED UL INFORMATION AND LOGO</td>
</tr>
<tr>
<td>D</td>
<td>3.17.16</td>
<td>UPDATED DIM 5 TO BE 343.5mm TO MATCH NOMINAL MOLD DIM; UPDATED DIM 1 TO BE 7.3 (TAKEN FROM THE BASE OF THE CABLE TIE HEAD)</td>
</tr>
</tbody>
</table>