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REV. DATE APPROVEDDESCRIPTION

1

PRESS-FIT, PANEL MOUNT, 2.  MATERIAL: POLYCARBONATE, 94V-0, WHITE DIFFUSED.
 1.  GENERAL SPECIFICATIONS: BIVAR MOLDED COMPONENT SPECIFICATION BV00-E101
      and BSMC-1001.

LIGHT PIPE, FRONT MOUNT, DIFFUSED

A Engineering Release 07/15/15 J. C.

0.125 ( 3.2mm )PLP2-125-D

Part No. X = Body Length

PLP2-3MM-D 3mm ( 0.118" )

0.100 ( 2.5mm )PLP2-100-D

PLP2-2.5MM-D 2.5mm ( 0.100" )

X 0.030 [0.8mm] Ø0.130 [Ø3.3mm]
FLANGE

Ø0.112 [Ø2.8mm]
LIGHT PIPE

Ø0.122 [Ø3.1mm]
REF.

Recommended Mounting Hole
Panel Thickness: 0.047"- 0.093"

Ø0.115+.003
-.002



Mouser Electronics
  

Authorized Distributor
 
  

Click to View Pricing, Inventory, Delivery & Lifecycle Information:
 
 
 
 BIVAR:   

  PLP2-2.5MM-D  PLP2-3MM-D  PLP2-100-D  PLP2-125-D

https://www.mouser.com/bivar
https://www.mouser.com/access/?pn=PLP2-2.5MM-D
https://www.mouser.com/access/?pn=PLP2-3MM-D
https://www.mouser.com/access/?pn=PLP2-100-D
https://www.mouser.com/access/?pn=PLP2-125-D

