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ISSUE CHANGE DESCRIPTION DATE APPROVED
1 FIRST ISSUE 04-Sep-00 PDC

2
FERRULE SIZE 
CHANGED FROM 
10.7/11.8 TO 10.9/12.4

19-Oct-00 PDC

3 CAD ISSUE 21-Aug-01 SN
4 DIMENSIONS UPDATED 12-Mar-10 JT
5 D17506 22-Jun-23 SM

ITEM No DESCRIPTION MATERIAL FINISH
1 BODY BRASS NICKEL
2 DIELECTIC PTFE WHITE
3 CONTACT PIN BRASS GOLD
4 SHELL ZINC ALLOY NICKEL
5 FERRULE BRASS NICKEL

ELECTRICAL CHARACTERISTICS:
 
NOMINAL IMPEDANCE:                  75 OHMS
FREQUENCY RANGE:                    DC TO 1 GHz
VSWR:                                             1.3:1 MAX.
OPERATING VOLTAGE (RMS):      500V MAX. @ SEA LEVEL
DWV (RMS):                                    1500V MAX. @ SEA LEVEL
CONTACT RESISTANCE:               1.5 m  MAX.
INSULTION RESISTANCE:              5000 M  MIN.
 
MECHANICAL CHARACTERISTICS:
 
MATING CYCLES:                             500 CYCLES MIN.
INTERFACE DIMENSIONS:              CONFORM TO MIL-C-39012
 
ENVIRONMENTAL CHARACTERISTICS:
 
TEMPERATURE RANGE:                  -65 C TO +165 C
 
CRIMPED FERRULE HEX SIZE 10,9 (0,429").
CRIMPED CONTACT PIN HEX SIZE 1,73 (0,068").
 
PART IS RoHs COMPLIANT               

RECOMMENDED CABLE
STRIPPING DIMS



Mouser Electronics
  

Authorized Distributor
 
  

Click to View Pricing, Inventory, Delivery & Lifecycle Information:
 
 
 
 Cinch Connectivity Solutions:   

  VB10-2020

https://www.mouser.com/vitelec
https://www.mouser.com/access/?pn=VB10-2020
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