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INCHES (MILLIMETERS) • CUSTOMER DRAWINGS AVAILABLE ON REQUEST

Straight Crimp Type Plug (3-Piece) - Captivated Contact

Assembly instructions page 236.
See page 190 for Cable Assembly Tools.

CABLE TYPE GOLD PLATED NICKEL PLATED

RG-179 DS
RG-187 DS

RG-179, RG-187 131-8433-001 131-8433-006

131-8434-001 131-8434-006

Belden 735A 131-8445-011 131-8445-016

New

Assembly instructions page 239.
Mounting hole layout figure 5 page 201.
See page 190 for Cable Assembly Tools.

Assembly instructions page 239.
See page 190 for Cable Assembly Tools.

Straight Crimp Type Plug - Solder or Crimp Captivated Contact

Mini-75 Ohm SMB Connectors
For Flexible Cable

Assembly instructions page 239.
See page 190 for Cable Assembly Tools.

CABLE TYPE GOLD PLATED NICKEL PLATED

RG-179 DS
RG-187 DS

RG-179, 187 131-8403-001 131-8403-006

131-8404-001 131-8404-006

Belden 735A 131-8445-001 131-8445-006

“D”

.266 (6.76)

.266 (6.76)

.266 (6.76)

.312 (7.92)RG-59 131-8409-001 131-8409-006

CABLE TYPE GOLD PLATED NICKEL PLATED

RG-179 DS
RG-187 DS

RG-179, 187 131-8403-011 131-8403-016

131-8404-011 131-8404-016

CABLE TYPE GOLD PLATED NICKEL PLATED

RG-179 DS
RG-187 DS

RG-179, 187 131-8303-401 131-8303-406

131-8304-401 131-8304-406

Straight Crimp Type Bulkhead Jack -
Solder or Crimp Captivated Contact

Straight Crimp Type Plug - Die Cast -
Solder or Crimp Captivated Contact
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