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Introduction
The ISL28617VYXXEV1Z evaluation board is designed to assess 
the ISL28617 instrumentation amplifier’s (in-amp) performance 
with Bulk Metal Foil resistors from Vishay Precision Group. With 
a differential input voltage range up to ±34V, a supply voltage range 
of 8V (±4V) to 40V (±20V) and gain ranging from 0.1 to 10,000, 
this precision in-amp is ideal for a wide variety of applications. It 
features differential inputs and outputs, and can drive the output 
rail-to-rail. The gain accuracy is limited only by the matching of 
the gain resistors. Reference: Vishay Precision Group’s foil 
resistors at http://www.vishaypg.com/ppg?63209.

The FRSM series Bulk Metal Foil ultra-high precision resistors 
have a tolerance of 0.01% and a temperature coefficient (TCR) of 
0.2 ppm/°C, giving exceptional gain accuracy that is ideal for 
high end applications. The foil resistors are capable of achieving 
tighter absolute and ratio tolerances than any other technology. 
The real value of foil resistors is their unmatched stability 
through temperature excursions, load life and extraordinary 
thermal and environmental stresses, resulting in far more stable 
gain ratios. Another important feature of the Bulk Metal Foil 
technology is the lowest current noise of any resistor technology 
(<- 40 dB). The combination of foil resistors’ low current noise 
and the exceptional low-noise performance of the ISL28617 
amplifier make this the perfect solution for noise critical 
precision applications.

The board is configured for ease of use, but allows for more 
complex variations to fit the user’s need. The evaluation board 
includes test points (VCC, VEE, and GND) for the power supply 
inputs, and is configured for operation from split supplies 
between ±4V to ±20V. There are two pairs of test points for the 
differential input and output as well (VIN+, VIN-, VOUT+, and VOUT-). 
The board is available in three different gain configurations: 0.25, 
10 and 100. Ordering information is shown in Table 3.

Reference Documents
• ISL28617 Data sheet, FN6562

• FRSM Vishay Foil Resistor Data sheet, Document Number: 
63209

Power Supplies
External power connections are made to the positive supply rail 
(TP1), the negative supply rail (TP9), and ground (TP4) for split 
supply operation. The operating voltage range is ±4V to ±20V. 
The in-amp has two distinct sets of power supplies; one on the 
input stage and one on the output stage. For the evaluation 
board, the output stage supplies are tied to the input stage 
supplies, and the common mode voltage is tied to ground. The 
supply voltage on the input stage must be 3V above and below 
the maximum and minimum input signal voltage, respectively. 
Note that while the output stage is rail-to-rail, the feedback 
returns to the input stage, which is not rail-to-rail. Therefore, the 
input power supply must be 3V above and below the maximum 
and minimum output signal as well. Table 2 provides suggested 

supply voltages for the three standard boards. For more 
information, reference “Setting the Power Supply Voltages” on 
page 13 of the ISL28617 data sheet.

If the user wants to control the output supplies separately, the R3 
and R5 resistors must be removed, and the VCO (TP2) and VEO 
(TP6) test points are used for the positive output supply and 
negative output supply respectively (reference evaluation board 
schematic in Figure 4). Single supply operation requires 
removing R7 and attaching the desired common mode voltage to 
the VREF (TP10) test point. Using the separate supply feature 
enables input signals riding on a high common mode voltage to be 
level shifted to a low voltage device, such as an analog to digital 
converter (ADC). The rail-to-rail output stage can be powered from 
the same supplies as the ADC while preserving the in-amp’s 
maximum input dynamic range. Once again, the positive input 
power supply must be 3V above the maximum output signal, and 
the negative input power supply must be 3V below the minimum 
output signal.

Amplifier Configuration
The ISL28617 evaluation board schematic is shown in Figure 4 
with a closed loop gain of 10 and split supply operation with 
input and output supplies tied together. Other gain options are 
0.25 and 100, with the required resistor and capacitor changes 
listed in Table 1. The in-amp gain is controlled through R1 and 
R2, the feedback and input resistors, with the following simple 
formula:

R1 and R2 also limit the maximum signal size at the input and 
output due to the amplifier architecture. Table 2 shows the signal 
limits for the boards at the preset resistor values. For more 
information, refer to “Setting the Feedback Gain RFB" and 
“Setting the Input Gain RIN” on page 13 of the ISL28617 data 
sheet.

The evaluation board allows the user to add an optional low pass 
RC filter to the signal path. R8, R9, and C6 create a filter on the 
output of the in-amp, while R10, R11, and C7 create a filter on 
the input. The gain of 0.25 board option includes a filter on the 
input to avoid gain peaking at the limits of the gain bandwidth 
product.

AV
R1
R2
-------= (EQ. 1)

http://www.intersil.com/content/dam/Intersil/documents/fn65/fn6562.pdf
http://www.vishaypg.com/ppg?63209
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TABLE 1. COMPONENTS PARTS LIST

DEVICE # VALUE DESCRIPTION

C1-C5 0.01µF Decoupling Capacitors

C6 Open Optional Output Filter Capacitor

C7 Open Optional Input Filter Capacitor

1.2pF Input Filter Capacitor (G = 0.25)

D1, D2 S1A Reverse Power Protection 

R1 30kΩ Feedback Gain Resistor (G = 0.25)

120kΩ Feedback Gain Resistor (G = 10, 100)

R2 120kΩ Input Gain Resistor (G = 0.25)

12kΩ Input Gain Resistor (G = 10)

1.2kΩ Input Gain Resistor (G = 100)

R3, R5, R7 0Ω User Selectable Resistors

R8, R9 0Ω Optional Output Filter Resistors

R10, R11 0Ω Optional Input Filter Resistors

49.9kΩ Input Filter Resistors (G = 0.25)

R4, R6 1MΩ Ground Input for Stability

U1 ISL28617 TSSOP 24-Pin Package

TABLE 2. SUGGESTED INPUT VOLTAGE AND POWER SUPPLY LIMITS

GAIN SUGGESTED 
VIN LIMIT

OVERLOAD
VIN LIMIT

SUGGESTED
SUPPLY 
VOLTAGE

0.25 ±10V ±12V ±15V

10 ±1V ±1.2V ±15V

100 ±0.1V ±0.12V ±15V

TABLE 3. ORDERING INFORMATION

BOARD PART NUMBER GAIN TYPE

ISL28617VY25EV1Z 0.25 Eval Board

ISL28617VY10EV1Z 10 Eval Board

ISL28617VY100EV1Z 100 Eval Board

ISL28617VYXXEV1Z Evaluation Board Layout 

FIGURE 1. TOP LAYER FIGURE 2. BOTTOM LAYER
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ISL28617VYXXEV1Z Schematic

FIGURE 3. ASSEMBLY DRAWING

ISL28617VYXXEV1Z Evaluation Board Layout  (Continued)

FIGURE 4. ISL28617VY10EV1Z (AV = 10) EVALUATION BOARD SCHEMATIC
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TABLE 4. BILL OF MATERIALS FOR AV = 10 BOARD (ISL28617VY10EV1Z)

PART # REF DES QTY DESCRIPTION MANUFACTURER

GRM39X7R103K050 C1-C5 5 CAP, SMD, 0603, 0.01µF, 50V, 10%, X7R, 
ROHS

Murata

DNP C6, C7 0 DO NOT POPULATE

5000 TP1, TP9 2 CONN-MINI TEST POINT, VERTICAL, RED, 
ROHS

Keystone

5001 TP4 1 CONN-MINI TEST POINT, VERTICAL, BLK, 
ROHS

Keystone

5002 TP7, TP8 2 CONN-MINI TEST POINT, VERTICAL, 
WHITE, ROHS

Keystone

5004 TP3, TP5 2 CONN-MINI TEST POINT, VERTICAL, YEL, 
ROHS

Keystone

S1A D1, D2 2 DIODE-RECTIFIER, SMD, 2P, SMA, 50V, 
1A, 1.4W, ROHS

Fairchild

ISL28617FVZ U1 1 IC-40V R/R OUTPUT ADC DRIVER, 24P, 
TSSOP, 4X5, ROHS

Intersil

ERJ-3GEY0R00V R3, R5, R7-R11 7 RES, SMD, 0603, 0Ω, 1/10W, TF, ROHS Panasonic

ERJ-3EKF1004V R4, R6 2 RES, SMD, 0603, 1M, 1/10W, 1%, TF, 
ROHS

Panasonic

Y4027120K000B9W R1 1 RES-Z1 PRECISION, SMD, 2515, 120k, 
3/4W, 0.1%, FOIL, ROHS

Vishay

Y402712K0000B9W R2 1 RES-Z1 PRECISION, SMD, 2515, 12k, 
3/4W, 0.1%, FOIL, ROHS

Vishay

DNP TP2, TP6, TP10 0 DO NOT POPULATE
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Notice

1. Descriptions of circuits, software and other related information in this document are provided only to illustrate the operation of semiconductor products and application examples. You are fully responsible for 

the incorporation or any other use of the circuits, software, and information in the design of your product or system. Renesas Electronics disclaims any and all liability for any losses and damages incurred by 

you or third parties arising from the use of these circuits, software, or information.

2. Renesas Electronics hereby expressly disclaims any warranties against and liability for infringement or any other claims involving patents, copyrights, or other intellectual property rights of third parties, by or 

arising from the use of Renesas Electronics products or technical information described in this document, including but not limited to, the product data, drawings, charts, programs, algorithms, and application 

examples. 

3. No license, express, implied or otherwise, is granted hereby under any patents, copyrights or other intellectual property rights of Renesas Electronics or others.

4. You shall not alter, modify, copy, or reverse engineer any Renesas Electronics product, whether in whole or in part. Renesas Electronics disclaims any and all liability for any losses or damages incurred by 

you or third parties arising from such alteration, modification, copying or reverse engineering.

5. Renesas Electronics products are classified according to the following two quality grades: “Standard” and “High Quality”. The intended applications for each Renesas Electronics product depends on the 

product’s quality grade, as indicated below.

 "Standard": Computers; office equipment; communications equipment; test and measurement equipment; audio and visual equipment; home electronic appliances; machine tools; personal electronic 

equipment; industrial robots; etc.

 "High Quality": Transportation equipment (automobiles, trains, ships, etc.); traffic control (traffic lights); large-scale communication equipment; key financial terminal systems; safety control equipment; etc.

 Unless expressly designated as a high reliability product or a product for harsh environments in a Renesas Electronics data sheet or other Renesas Electronics document, Renesas Electronics products are 

not intended or authorized for use in products or systems that may pose a direct threat to human life or bodily injury (artificial life support devices or systems; surgical implantations; etc.), or may cause 

serious property damage (space system; undersea repeaters; nuclear power control systems; aircraft control systems; key plant systems; military equipment; etc.). Renesas Electronics disclaims any and all 

liability for any damages or losses incurred by you or any third parties arising from the use of any Renesas Electronics product that is inconsistent with any Renesas Electronics data sheet, user’s manual or 

other Renesas Electronics document.

6. When using Renesas Electronics products, refer to the latest product information (data sheets, user’s manuals, application notes, “General Notes for Handling and Using Semiconductor Devices” in the 

reliability handbook, etc.), and ensure that usage conditions are within the ranges specified by Renesas Electronics with respect to maximum ratings, operating power supply voltage range, heat dissipation 

characteristics, installation, etc. Renesas Electronics disclaims any and all liability for any malfunctions, failure or accident arising out of the use of Renesas Electronics products outside of such specified 

ranges.

7. Although Renesas Electronics endeavors to improve the quality and reliability of Renesas Electronics products, semiconductor products have specific characteristics, such as the occurrence of failure at a 

certain rate and malfunctions under certain use conditions. Unless designated as a high reliability product or a product for harsh environments in a Renesas Electronics data sheet or other Renesas 

Electronics document, Renesas Electronics products are not subject to radiation resistance design. You are responsible for implementing safety measures to guard against the possibility of bodily injury, injury 

or damage caused by fire, and/or danger to the public in the event of a failure or malfunction of Renesas Electronics products, such as safety design for hardware and software, including but not limited to 

redundancy, fire control and malfunction prevention, appropriate treatment for aging degradation or any other appropriate measures. Because the evaluation of microcomputer software alone is very difficult 

and impractical, you are responsible for evaluating the safety of the final products or systems manufactured by you.

8. Please contact a Renesas Electronics sales office for details as to environmental matters such as the environmental compatibility of each Renesas Electronics product. You are responsible for carefully and 

sufficiently investigating applicable laws and regulations that regulate the inclusion or use of controlled substances, including without limitation, the EU RoHS Directive, and using Renesas Electronics 

products in compliance with all these applicable laws and regulations. Renesas Electronics disclaims any and all liability for damages or losses occurring as a result of your noncompliance with applicable 

laws and regulations.

9. Renesas Electronics products and technologies shall not be used for or incorporated into any products or systems whose manufacture, use, or sale is prohibited under any applicable domestic or foreign laws 

or regulations. You shall comply with any applicable export control laws and regulations promulgated and administered by the governments of any countries asserting jurisdiction over the parties or 

transactions.

10. It is the responsibility of the buyer or distributor of Renesas Electronics products, or any other party who distributes, disposes of, or otherwise sells or transfers the product to a third party, to notify such third 

party in advance of the contents and conditions set forth in this document.

11. This document shall not be reprinted, reproduced or duplicated in any form, in whole or in part, without prior written consent of Renesas Electronics.

12. Please contact a Renesas Electronics sales office if you have any questions regarding the information contained in this document or Renesas Electronics products.

(Note 1)  “Renesas Electronics” as used in this document means Renesas Electronics Corporation and also includes its directly or indirectly controlled subsidiaries.

(Note 2)  “Renesas Electronics product(s)” means any product developed or manufactured by or for Renesas Electronics.
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