AVERY DENNISON MARKETING SPECIFICATION
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NOTE: THESE CABLE TIES ARE PLENUM RATED AND LISTED
MOUNTING: | 1/4* SCREW HAVE A FLAMMABILITY RATING OF V-2 POSITIONING DEVICE
LOOP TENSILE STRENGTH: | 120 LBF/534 N MIN. PER A5-23190 TE%ZS%?
OPERATING TEMP RANGE: [-40°F (-40°C) TO 185°F (85°C) ENG. APPR
MIN. INSTALLATION TEMP: [32°F @°C) APPROVALS: | AR ) Oy /gl € >e/vls] & AVERY RSO e
WEIGHT: [4.89 g. / (0.1663 02) QA. APPR. W (- S DENNISON A8
BUNDLE DIAMETER: ?ggimgugﬁﬂ-‘?mm(l-%'ﬂﬁ') SPECIFIED TOLERANCES ARE: MATERIAL DEISdCEIFgL(\)BNI.E TIE. STANDARDII /4"SCREW
STABLE, FOR 5" . i
TOOL leursiic e pownisteae. A U, | XX + 03 INCHES X + .7 MM NYLON 6/6 MOUNT d
TOOL TENSION SETTING : [6-8 ON HEAVY DUTY TOOL XXX + OI0INCHES XX + 25 MM [COLOR STOCK NO. REV.
PACKAGING: [50 PACKS IN SEALED BAGS ANGULAR: + 2° NATURAL 08426-0 B
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