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Black profection latch
Mating face RJ45 acc. to IEC 60603-7 with HARTING logo
IP20 RJ45 DualBoot Cat. 6A, 8-pole L
100 XXX=000
X Y 99 XXX=990
male Loading Plan male length -
acc. to TIA/EIA 5688 n :
Shield i ' ‘
BI65 4321 < BI65 4321 step 12 | XXX=120
ww f[// . white/orange ) 1 XXX =110
) / orange || : 10 XXX=100
3 white/green 3 9.9 XXX=099
o . blue L 9.8 | XXX=098
white/blue length
5 5 in 0
‘ green ‘ "0 1m” . 4
] white/brown ] sfep 0.5 XXX=005
8 \\/l brown \\/I 8 6.0 to 100 +1% 0.4 XXX=004
06 to 5.9 +0.04 0.3 XXX=003 ||
0.2 to 0.5 +0.02 0.2 XXX=002
Tolerance Ste XXX
- Temperature range: -20°C ... +70°C 2 Iml : 2 lm] /
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For lengths < 1.0m: '
- relative positioning of the connectors to each other shall be as presented in the drawing, Type of cable Part no.
however with an admissible angUlar deviation around cable axis of £ 30° Al Dimensions Tech. Character. Free size tol. According to production drawing |—]
For lengths 2 1.0m: 6@ in mm
-relative positioning of the connectors to each other not obligatory — . Created b Inspected b Standardisation  |Date State
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* 10G Ethernet transmission possible for lengths up to 45m et LS T . DocKey 7 ECHNT
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