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[2>Plating Cref. No. @) 6
Surfoce orea = Gold 0.24nm min \e\@
Under plating = Nickel 2xm min
| ANZ>The reconnended clonp torque of ref. No. @, @ to be 1.5 to 2 N-n.
Thread locker to the threoded portion of ref. No.  applies to prevent ref. No. @ @ from loosing.
Recommended thread locker = LOCTITE 263, HENKEL JAPAN LTD. 10 |Bruss Nickel plating
/N4 >The reconnended clomp torque of ref.No. @ to be 0.8 to 1 N-n. 9 |Bross Nickel plating 19 |Bross Nickel plating
Thread Locker and Lock primer to the threaded portion M12.5 X0.75 of ref. No. @ applies 8 |Stainless steel 18 |Staoinless steel Hex socket set sorow
E to prevent ref.No. @ from loosing. 7 [chtoraprene rubber| CBlack) 17 [eps (Notural, Brown) UL94V-0
Recommended thread locker end Llock primer + LOCTITE 263, LOCK PRIMER 7649. HENKEL JAPAN LTD. 6 Stainless steel 16 |Polyamide (Notural, Minky whited UL94Y-0
[5>Fusten ref.No. @ to the C"bl? With the coble crinping J.[OOI' 5 |Zinc alloy Nickel plating 15 | Chtoroprene rubber| CBlackd
And moke ref.No. @ contoct with ref.No. @ Refer to Fig. 1. 4 |Bross > 74 | Phosphor bronze | Nickel plating
Refer to the technical specification ETAD—C0404 for details. 3 |Copper alloy > 13 | chioroprent rubber| CBlack)
_ 6 Applicable cable crimping tool : LF-TC-01 CCL-150-0234-62CThe hole diameter for crimping: #7.9) 5| ppS CBlackd UL9AV-0 12 | Zinc alloy Nickel plating
Applicable cable assembly fixture = LF108P-TO1 CCL150-0235-9) P NTckel o latl 71 [staint ool
[7 >The recommended clomp torque of ref. No. @ to be 0.12 to 0.15 N-m, and opposite side distance is 0.88%mn. rass [oXel prating UL RAL
Thread Locker and Lock primer to the threaded portion of ref. No. @ is recommended to prevent ref.No. @ from loosing. NO. MATERIAL s F'N"Q’C':)U;T REMDiz:RSIPTION OFNROE‘VISIONSMATER':EZIGNED F'N'Cisc';EDREMARKiATE
- Reconnended thread locker and lock primer = LOCTITE 263, LOCK PRINER 7649, HENKEL JAPAN LTD. UNmIr:S @6 > 1 Al 7 [ DI5-c-00017013 T RN 2024031
8 Rotation exomples of ref.No. © @ @ and @ to @ are shown. APPROVED + Y. KOBAYASHI 20180222 | DRAWING EDC-118147-31-00
and rotation examples of ref.No. @ @ to @ are shown. HIROSE  [checkeo +HY. KOBAYASHI 20180222 5 pa
9 The cable pull and twisting strength ond other charocteristics moy differ. ms ELECTRIC | Ik 20180221 |No- LF1OWBLP-12PAC31>
depending on the cable structure, pleose confirm before the use. OO T W SATTO 20180219 |- CL0136-0025-0-31 |A\|W
FORM HC0011-5-7 1 \ 2 \ 3 4 5 \ 6 \ 7 \ 8




