May.1.2025 Copyright 2025 HIROSE ELECTRIC CO., LTD. All Rights Reserved.

Recommended PCB pattern
(Seale 171D

63.510.5

24. 84

22. 1

; Inln Inln ;
| ) 19.33
D1 R R e— o5
(I Il ‘[ > - 13.82

11.05

13.110.4

9.4210.3

| o — |
7 341 ¢! 8.28

'_u]h
[
2.8410.15

6.17 £0.25

1.4
4.14
6.91
60-32 £0.5 0.8 PCB end
CConnector mating side)
63.510.5 2-No. 4-40UNC-28 12.42 mector nating
54.76 10.25 7 6 15.19
17.96
F Q 2.7
] | w e
17 16 15 14 13 12 11110 8 8 7 ﬁiﬁ
f§\(@§%§+r+%k% R e +4@@§h N\ & 2 510,15
< g B

In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.
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e Note 1.Please keep the tolerance to less than 0.1
for the dimensions without tolerance.
Panel 3 2.Recommended PBC thickness : t=1.6mm

Over plating « Nickel 24m min
3 [PBT Black. UL94V-0 7 |Steel Under plating : Copper 14n min
Contoct aree = Gold 0.26mmin | 5 |greer Over ploting : Nickel 2un min
2 | Phosphor bronze |Lead areo 2 Gold 0.03m min Under plating = Copper 34m min

Under plating : Nickel 2m min Over plating = Tin 3um min

5 |Phasphor bronze PSR .

o Contact aree + Gold 0.2&nm min Under plating : Nickel 2un min
I |Phosphor bronze .4 greq : Gold 0.034n nin 4 Over plating : Nickel 14n min
Tl Under plating : Nickel 24n min Steel Under plating : Copper S4m min

Washer “ w Hemove one washer for 0.8 to 1.2 of panel thickness. NO. MATERIAL FINISH , REMARKS NO. MATERIAL FINISH . REMARKS
Remove two washers for 1.6 of panel thickness. UNITS @e SCALE COUNT |  DESCRIPTION OF REVISIONS DES I 6NED CHECKED DATE

2 mm 251 AN
Connector installed APPROVED +NM. NISHIMATSU 17.02. 23 [DRAW ING FDC-021518-55-01
HIROSE = fcueckeo +NM. NISHIMATSU 17.02. 23 [opRT
ms EBEC[%C DESIGNED +M0. SHIMOYAMA 17.02.23 |_No. RDCD-37SE-LNACA-405C55)
DRAWN +JY. IGA 17.02. 23 Cgo.E CL211-0468-2-55 A ! 1
FORM HC0011-5-7 1 2 3 4 5 \ 6 \ 7 \ 8




